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Executive Summary 
Future networks promise high-performance and energy-efficient infrastructure for next-generation 
internet and other services. New features and capabilities enable evolutions in how networks will be 
used and integrated into our lives. Achieving this requires new approaches to Telco infrastructure 
architecture, federation, and orchestration at the cost of significant complexity, motivating 
advancements in automation. 6G-INTENSE aims to utilise pervasive AI-driven intelligence, in the form 
of a Native AI toolkit, previously presented in Deliverable 2.3 [1]  to address these challenges while 
managing complexity through standardised intent-driven concepts.  

The Native AI Toolkit is a novel concept developed under the 6G-INTENSE project. It allows for the 
realisation of the TM Forum Autonomous Operational Domains paradigm, by improving the intent 
management procedures, and provides the closed-control loops automation for optimization 
procedures in each operational domain. It employs cutting-edge AI and machine learning (ML) 
technologies, including Large Language Models (LLMs), Reinforcement Learning (RL), and Hierarchical 
Reinforcement Learning (HRL), to ensure seamless and dynamic management of intents across the 
multiple operational layers of the architecture. In this deliverable, we describe our initial Native AI 
solutions in the areas of intent management: translation, refinement, and conflict resolution, and we 
present some of the closed-control loops. Furthermore, we describe how domain knowledge and 
observability can enhance model training across the multiple operational domains of the system. 

Intent management through Intent Translation and Refinement: 

o LLM Translation: Converts natural language user requests into standardised model 
specifications within the Edge/Cloud domain, in accordance with ETSI standards. This allows 
users to leverage abstraction without requiring expert knowledge of formalised models. It is 
supported by tools for few-shot learning, validation, and user feedback. 

o Validation Process: Ensures correctness through syntax, semantic, and correlation validation, 
thereby maintaining operational reliability and user trust. 

o LLM Evaluation: Validates LLM performance against standardised tests and metrics to assess 
accuracy, efficiency, and reliability, ensuring compliance with regulatory standards and 
scalability. 

o Service Creation and Deployment: Maps business service requests into structured 
representations following TM Forum’s TMF 921 standards, thereby facilitating efficient service 
creation and deployment. 

Closed-control Loops Automation: 

o RLHF Framework: This framework utilizes Reinforcement Learning from Human Feedback 
(RLHF) to resolve tenant intent conflicts by aligning actions with human-centric priorities. 

o XAI4C Framework: Provides real-time insights into decision-making processes, thereby 
enhancing transparency and trust in the system's operations. 

Knowledge, Observability, and Training: 

o Federated Learning: Fine-tunes open-source LLMs through a federated learning scheme to 
address privacy and cost concerns. 

o Collaborative Inference: Distributes computational workloads across resource-constrained 
edge devices to optimise performance and resource usage. 

o Lifecycle Management: Automates tracking, versioning, deploying, and monitoring across 
Cloud, Edge, and Deep Edge infrastructures using MLflow [2]  and MinIO [3]   

o Graph Neural Networks (GNNs): Enhance data-driven decision-making for tasks like traffic 
and resource prediction, ensuring scalability and compliance with SLAs. 

o Federated Learning Scheme: Personalises the learning process per DMO using dynamic 
connection weights based on intent similarities and model proximities. 

o Distributed Control Layer: Enables efficient and sustainable collaborative inference by 
adapting to varying tasks and resource conditions. 

In summary, the Native AI Toolkit of the 6G-INTENSE project aims to be a comprehensive framework 
that leverages advanced AI/ML technologies to provide intelligent, intent-driven automation. Its multi-
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agent approach, robust validation processes, dynamic workflow orchestration, and conflict resolution 
mechanisms ensure efficient, reliable, and transparent operations, paving the way for the future of 
intelligent automation in telecommunications.  
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1 Introduction  
The telecommunications industry is undergoing a transformative shift with the advent of 6G technology, 
which promises to deliver unprecedented levels of connectivity, speed, and intelligence. As networks 
become more complex and user demands grow, there is a pressing need for advanced automation 
solutions that can manage and optimise network operations efficiently.  

The 6G-INTENSE project embraces a Native AI paradigm and is architected in alignment with the TM 
Forum Autonomous Networks framework and the ETSI ZSM architecture. Its design is structured 
around three operational layers: Business Operations, Service Operations, and Resource Operations. 
These layers are managed respectively by the Tenant-Domain Management Orchestrator (t-DMO), the 
Domain Management Orchestrator (DMO), and the Network-Compute Fabric (NCF). 

The 6G-INTENSE architecture is shown in Figure 1. Intents from vertical stakeholders are ingested at 
the t-DMO layer, propagated through the architectural stack, and transformed into concrete, domain-
specific actions executed by Local Management Orchestrators (LMOs).  

The 6G-INTENSE architecture adopted the Autonomous Domains paradigm as defined by TM Forum. 
Following that approach, each operational level of the 6G-INTENSE architecture operates an 
independent modular block. The communication between the different operational levels is done using 
the TMF Forum 921 API, which uses the TMF Intent Ontology as a reference.  In deliverable D2.3 [1], we 
introduced Native AI, which enhances the 6G-INTENSE DIMO framework, on the different operational 
levels of the architecture, as can be seen in Figure 1. Each layer of the DIMO framework uses Native AI 
to process the Intents that arrive. The Native AI also integrates several cutting-edge artificial intelligence 
(AI) and machine learning (ML) technologies to enable the automation of Intent lifecycle-management 
operations through closed-control loop automation.  

The 6G-INTENSE project embraces a Native AI paradigm and is architected in alignment with the TM 
Forum Autonomous Networks framework and the ETSI ZSM architecture. Its design is structured 
around three operational layers: Business Operations, Service Operations, and Resource Operations. 
These layers are managed respectively by the Tenant-Domain Management Orchestrator (t-DMO), the 
Domain Management Orchestrator (DMO), and the Network-Compute Fabric (NCF). 

 

 
Figure 1: 6G-INTENSE General Architecture. 
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In this deliverable, we describe our initial solutions towards the Native AI toolkit, focusing on the 
enhancements at the t-DMO and DMO. The Native AI includes the Intent Interpretation, focusing on the 
Intent Translation and Propagation.  Furthermore, it enhances the Intent Lifecycle Management (LCM), 
using closed-control loops, and the Intent Reconciliation Function (IRF). The Native AI also embodies a 
comprehensive Knowledge Base that can be used by the different innovations of the Native AI toolkit. 
The different innovations of the Native AI work together to continuously monitor network conditions, 
dynamically adjust intents, and resolve conflicts, ensuring optimal network performance and user 
satisfaction. 

At the core of Native AI is an ecosystem of intelligent functions enabling intent-driven, closed-control 
loop automation across all operational layers of the 6G-INTENSE architecture. In this deliverable, we 
focus on the innovations related to the Native AI, that are present in the t-DMO and the DMO.   

The Native AI architecture for 6G-INTENSE, represented in Figure 2, utilises different innovative 
advanced AI/ML capabilities to enhance the Intent Lifecycle Management, mainly with LLM translation 
and Closed-control loops. The Native AI toolkit includes the use of Large Language Models (LLMs), 
Reinforcement Learning (RL), and Hierarchical Reinforcement Learning (HRL) to interpret, decompose, 
reconcile, and execute high-level intents. Each intent traverses a pipeline of procedures according to the 
Intent Lifecycle Management, for each step we have gone beyond state of the art and present different 
innovations.  Firstly, the intents need translate into structured directives via LLMs, and then mapped to 
specific network domains, for this topic we present six innovations on Intent Translation and 
Refinement, Section 2.1. Then the intents are deployed according to the Intent Lifecycle Management, 
for this we present an innovation in Section 2.2.  At enactment  and validation phase,  possible conflicts 
need to be solved through the closed-control loop framework, for this we present two innovations 
corresponding to Section 3.1 and 3.2 . The  Intent Life Cycle Management (LCM) needs to ensure that 
each intent is continuously monitored and dynamically adjusted to maintain compliance with the user 
request, for this reason we leverage data observability practices and create feedback loops to the 
underlying architectural layers, detailing in Sections 4.1, 4.2 and 4.3, the 3 three innovations related to 
these topics. The integration of the different Native AI components that were mentioned beforehand 
takes into account the information detailed in Deliverable D2.3 and is shown in Figure 2. 

 
Figure 2: Native AI Integration Architecture over the 6G-INTENSE Operational Domains. 
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A key innovative feature of this architecture is its ability to resolve conflicts and adapt to dynamic 
conditions in real time, through closed-control loop automation (Chapter 3), paving the way towards 
Autonomous Operational Domains . In specific, the Intent Reconciliation Function (IRF), in coordination 
with HRL/Multi-agent reinforcement learning (MARL) agents, detects and addresses conflicting intents 
by adjusting policy hierarchies and coordinating sub-policies across layers. The Knowledge Base, which 
stores rich contextual data including performance metrics, policy history, and conflict resolutions, 
underpins all decision-making processes. Additionally, the Workflow engine is tasked with creating 
chains of interdependent or sequenced actions that execute a given intent or sub-intent. To deliver the 
above outcome, it establishes closed loops, works closely with the Knowledge-Base & Observability, and 
Intent Decomposition Blocks. 

 

 
Figure 3: Processing of Intents through Native AI blocks across different levels of 6G-INTENSE architecture 

Through this deeply integrated framework, the Native AI empowers 6G-INTENSE to deliver zero-touch 
automation that dynamically aligning with real-world infrastructure and services with high-level 
business goals. Closed-loop orchestration, semantic enrichment, and conflict-aware actuation ensure 
that intents ranging from cost optimisation to strict service-level objectives are translated into 
actionable, coordinated behaviours across the t-DMO, DMO, and NCF domains. A key component in this 
multi-layered orchestration is the production and propagation of intent reports by each autonomous 
domain, as defined by TM Forum. These reports, generated at the Resource and Service Operations 
levels, provide structured feedback on the status, fulfilment, and any conflicts or deviations encountered 
during intent realisation. As they propagate upward through the hierarchy, these reports inform higher-
level layers, especially the t-DMO, about the effectiveness and compliance of intent execution, enabling 
the refinement of intent expressions, triggering adaptive decisions, or initiating corrective actions. This 
recursive flow of information forms a crucial feedback loop that sustains the self-optimising and self-
healing capabilities of the 6G-INTENSE system. 

Figure 3 shows a summary of the Native AI enhancements over the different Autonomous Operational 
domains of the 6G-INTENSE Architecture (t-DMO and DMO).  The deliverable presents the following 
Native AI enhancements: 

• Intent Translation, Decomposition and Refinement,  
• Domain Reasoning & Mapping, 
• Closed-control loop Intent Management.  
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These enhancements are applied at the t-DMO and the DMO, the focus of this deliverable. Each of the 
Autonomous Operational Domains produces and handles different types of TMF Intents. The t-DMO is 
responsible for the production of the Service Intent. For that purpose, the Native AI enhancements 
ensure the appropriate match between the produced Service intents and the original user requests or 
Business Intents. Similarly, the DMO will handle the incoming Service Intents, decompose them, and 
ensure the proper definition of the resources through different Resource Intents that compose the 
service. Extra Operations can be performed at the DMO level to ensure that the decomposed intent will 
be requesting the correct resources in an optimal way. This can be done through Domain Reasoning & 
Mapping, and with Closed-Control loops for Intent Management, e.g., HRL to optimize resource 
allocation. 

In the following chapters, we introduce beyond state-of-the-art Native AI innovations produced in the 
6G-INTENSE project for the realization of the Native AI toolkit. 

 

1.1 Mapping 6G-INTENSE Outputs  

The purpose of this section is to map 6G-INTENSE Grant Agreement commitments, both within the 
formal Deliverable and Task description, against the project’s respective outputs and work performed. 

Table 1: Adherence to 6G-INTENSE GA Deliverable & Tasks Descriptions. 

6G-INTENSE 
Task No. and 

Title 

6G-INTENSE GA Task Description Respective 
Document 
Chapter(s) 

Justification 

DELIVERABLE 

D3.1 - Initial report Native AI toolkit development 

Description of the initial solutions for LLM driven Machine reasoning, Hierarchical Reinforcement 
Learning for intent propagation and conflict resolution and federated domain edge intelligence 

Task T3.1 

LLM driven 
Machine 
Reasoning for 
intent 
decomposition 

This task will design, develop, test and train 
the algorithms that underpin the operation of 
the AI-Native Toolkit, and are broadly 
applicable in all 6G-INTENSE Autonomous 
Domains. The TMF 921 intent model will be 
adopted as the baseline, appropriately 
extending it to support advanced capabilities 
such as supporting syntax close to human 
language, that captures hard constraints, but 
also soft requirements and prioritizations. 
Building on the toolkit design performed 
within T2.3, as well as the SoTA survey and 
gap analysis, this task will deliver Machine 
Reasoning models that leverage on LLM 
techniques to perform decomposition of 
intents into primitive tasks, to be actuated by 
domain specific Decision Engines (DEs). To 
this end, open source LLMs (e.g., LLAMA, 
Pythia, etc.) will be adopted as the baseline. 
Emerging LLM model finetuning and 
distillation processes will be also applied that 
enhance performance and precision in the 
problem domains addressed (Tenant, Service, 
Resource). Moreover, in the context of 
machine reasoning for telecommunications, 

Section 1. 2 

Section 2.1 

Section 2.2. 

Chapter 2 describes 
the Native AI Toolkit 
Architecture, 
detailing the design 
and interfaces of 
Native AI Toolkit 
features such as 
operational 
algorithms for intent 
decomposition. 

Section 3.1 details the 
processes of 
translating natural 
language to both 
executable 
configurations such as 
Network Service 
Descriptors (NSDs) 
and formal 
standardised models 
such as TM Forum 
specification, through 
the use of LLMs. The 
section concludes with 
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XAI can facilitate the identification of causal 
relationships between network inputs and 
outputs, thereby enabling operators to 
comprehend better the factors contributing 
to specific outcomes (causal reasoning) but 
also focusing for abductive reasoning (i.e., 
optimization of task planning). 

investigation into 
intent translation 
evaluation. 

Section 3.2 and 
Section 3.2.1 details 
innovations related to 
the intent 
decomposition using 
LLM and instantiation 
of intents. 
Furthermore, it 
presents how the 
instantiation of 
intents can use 
workflows and how 
this is handled across 
operational domains 

Task T3.2 - 

Hierarchical 
Reinforcement 
Learning 
algorithms for 
intent 
propagation 
and conflict 
resolution 

This task will adopt Reinforcement Learning 
with Human Feedback (RLHF) as the main 
algorithmic framework which is leveraged in 
the Native-AI toolkit to resolve conflicts and 
align them with the desired human results 
(e.g., leveraging approaches such as the 
Proximal Policy Optimization) in the context 
of Autonomous Domains. More specifically, 
this task will deliver designs and validations 
of RHLF at the Tenant domain, focusing on 
human intent ingestion and adaptability of 
RL agent objectives with regards to human 
and system-generated feedback, which will be 
helpful in reaching convergence and 
prioritizing (or selecting) tasks, in case of 
conflicts. Then this task will validate the 
adaptability of the solution to changes in 
system behaviour, changes in the quantity 
and quality of the load of the system. 
Moreover, this task will extend RLHF towards 
a Hierarchical Reinforcement Learning (HRL) 
architecture, to achieve coordination and 
convergence of decision-making policies 
across Autonomous Domains (i.e., Tenant 
Service and Resource domains), to offer 
Native (or pervasive) AI capabilities. To this 
end, HRL algorithms that recursively 
decompose sub-tasks coming from the RLHF 
conflict resolution process into vertical 
actions (i.e., across Autonomous Domains) 
will be proposed, and validated in terms of 
convergence of decision-making policies. 

Section 3.1 

Section 3.2 

Section 3.1 proposes a 
conflict resolution 
framework utilising 
Reinforcement 
Learning from Human 
Feedback (RLHF) for 
intent-driven 
orchestration. 

Section 3.2 also 
proposes a conflict 
resolution framework 
which aims to 
leverage explainable 
AI (XAI). 

Task T3.3 - 

Federated 
domain edge 
intelligence 

This task will offer mechanisms for the 
management and dynamic provisioning of 
analytics models across administrative 
domains implementing novel, decentralized 
Federated Learning techniques, termed as 

Section 4.1 

Section 4.2 

Section 4.3 

Section 4.1 proposes a 
federated learning 
approach to 
management and 
provisioning allowing 
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and 
knowledge 
optimisation 

Composable AI. These will support the 
efficient and secure sharing of multi-party 
and multi-purpose analytics models among 
Autonomous Domains and will deliver a 
functionality similar to the concept of 
distributed MLOPS. This will be supported via 
control layer that enables cooperative, 
energy-efficient interactions of AI agents over 
the Edge and will be able to interact with any 
domain and any entity of the mobile network 
platform and will ensure an efficient sharing 
of both data and ML models among the 
system components. Additionally, to reduce 
energy consumption, innovative techniques of 
knowledge distillation techniques adopting 
“student models” will be considered, as well 
as novel model quantization and pruning 
aiming for on device ML at the Deep Edge. 
Finally, this task will address efficient 
knowledge representation and synthesis, 
considering LLM-based Transformers, as an 
evolution of Graph Neural Networks. 

communication 
across producing a 
translator across 
layers. 

Section 4.2 aims to 
address distributed 
interfaces in 6G-
INTENSE. Allowing 
for an efficient and 
sustainable 
collaborative 
inference adapting to 
varying tasks and 
resource conditions 
e.g. available 
bandwidth, 
processing power, and 
energy constraints 

Section 4.3 details a 
structured and 
automated process for 
tracking, versioning, 
deploying, and 
monitoring LLMs 
across heterogeneous 
infrastructures while 
enabling continuous 
model improvement 
based on real-time 
performance 
feedback. 

Section 4.4 details 
resource consumption 
prediction through 
the use of GNNs and 
its utility in SLA and 
QoS compliance 
scenarios. 

 

1.2 Deliverable Overview and Report Structure  

In this section, the document structure is provided with a brief description of each chapter: 

• Chapter 1: This chapter introduces the deliverable and describes the key elements of the Native 
AI Toolkit architecture as detailed in D2.3, highlighting the dynamic and automated capabilities 
of 6G-INTENSE. 

• Chapter 2: This chapter explains the intent lifecycle, breaking it down into two parts: (i) 
Translation and Refinement, (ii) Intent Deployment and Intent Lifecycle Management. 

• Chapter 3: This chapter presents closed-loops solutions proposed in 6G-INTENSE for 
automation/optimization of the Intent Lifecycle  

• Chapter 4: This chapter discusses how 6G-INTENSE addresses privacy, cost, resource demands, 
performance monitoring, and pre-emptive adaptation. It highlights approaches such as 
collaborative interfaces and Graph Neural Networks. 

• Chapter 5: This chapter concludes the deliverable. 
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2 Intent Lifecycle Management  
This chapter explores the comprehensive lifecycle management and orchestration of Intent-Based 
Networking (IBN) systems, emphasizing the integration of Large Language Models (LLMs) and 
Explainable AI (XAI) to enhance automation, reliability, and user trust in network management. 
Furthermore, this chapter presents how different closed-control loops can be used for the automation 
and optimization of the intent management operations. 

Section 2.1 details 6 innovative approaches related to  intent translation and refinement using LLMs. 
One of the innovations allows for effective orchestration in the Edge/Cloud domain, adhering to ETSI 
standards. It involves four stages: i) retrieval of few-shot examples, ii) validation, iii) user feedback, and 
iv) Network Service Descriptor (NSD) generation. The users, such as Verticals, might not be able to 
express their requests in Intent format, for that reason, another innovation presents a fine-tuned LLM 
that can be used to translate user requests into structured formats. Furthermore the innovation 
considers intent validation through benchmarking ensures reliability and compliance. Other 
innovations focus on training LLMs to generate intents compliant with TM Forum standards, ensuring 
interoperability and accuracy. Finally, to aid the users during the Service Order/Request, we proposed 
an innovative LLM Chatbot that aids in the construction of the user request, providing user with 
feedback.  

Section 2.2 discusses an innovative solution on intent decomposition and deployment within the 6G-
INTENSE architecture, translating high-level user intents into standardized representations for network 
deployment. The proposed process follows TM Forum standards, enhancing automation of management 
and orchestration procedures with workflow orchestration. The proposed workflow aims to 
automatically manage the intent lifecycle including different functionalities, such intent profiling, 
validation, translation, domain classification, and deployment via APIs.  

2.1 Intent Translation and Refinement  

 This section describes our innovative approach to intent translation and its refinement to enable 
effective intent-driven orchestration through LLM agents. All the solutions presented below are 
innovative, as they introduce novel ways of leveraging LLMs to translate natural language user requests 
into standardized model specifications within the Edge/Cloud domain. This approach adheres to ETSI 
standards, specifically Network Function Virtualization (NFV) and Multi-access Edge Computing (MEC), 
while significantly simplifying the orchestration process through natural language interaction. 

• The process is outlined in a four-stage approach using three tools: a retriever for few-shot 
learning, a validation process, and a user feedback system, which are detailed in section 2.1.1.  

• The training of LLMs to generate intents compliant with TM Forum standards is detailed in 
section 2.1.2, ensuring interoperability and accuracy in network configurations.  

• The LLM Chatbot is also described in this section, which facilitates user interactions and 
translates requests into structured formats for the t-DMO. A context-aware AI framework placed 
in the t-DMO is detailed in section 2.1.3.  

• A federated learning approach to LLM optimisation is detailed in section 2.1.4, allowing for fine-
tuning open-source LLMs for effective translation of user intents into resource intents and 
configuration files.  

• Intent validation through benchmarking is described in section 2.1.5, highlighting the 
importance of reliability, accuracy, and compliance of the translated outputs.  

• Intent deployment and life cycle management are presented in section 2.1.6, detailing the 
deployment process within the 6G-INTENSE framework, which maps business service requests 
into structured representations following TM Forum’s 921 standards and the decomposition of 
user requests into service deployments and resource intents. manual intervention. 

2.1.1 LLM Translation to Network Service Description  

In this subsection, we focus on the intent translation agent for one technological domain, namely the 
Edge/Cloud domain, supporting ETSI NFV and MEC. Specifically, ETSI, through these two groups, has a 
well-defined descriptor to deploy a Network Service (NS) and its composition. To this aim, the ETSI NFV 
group has defined the Network Service Descriptor (NSD), which describes the composition of the NS in 
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terms of application and network functions composing it and their interconnection [4] . An NSD contains 
the list of network functions and applications using descriptors (Virtual Network Function Descriptor – 
VNFD and Application Descriptor – AppD) and how they are interconnected using a VNFFG (VNF 
Forwarding Graph) [5] .  One of the LMOs considered by 6G-INTENSE handles the deployment of Intent 
on Edge/Cloud technological domain, in accordance with ETSI standards, using NSD in the form of JSON 
structures. These descriptors define a set of applications and the requirements for each within the JSON 
structure. To recall that this translation is done at t-DMO. The issued NSD is encapsulated into the TM 
Forum 921 [6]  to be passed to DMO.  

This intent translation agent is deployed at the t-DMO and operates through a structured four-stage 
process that we designed specifically for this system. This novel process leverages three custom-
designed tools: a retriever that uses a few-shot learning approach for improved accuracy, a validation 
mechanism, and a user feedback system to continuously refine translation quality. Figure 4 illustrates 
this process, and it is described in more detail below: 

 

Figure 4: The Translation Agent Workflow[7] . 

2.1.1.1 Few-Shot Examples Retrieval (Retriever Tool) 

To generate accurate NSDs, the translation agent first retrieves relevant historical examples from the 
Knowledge Base (KB). This is achieved using a retriever tool that employs a sentence transformer model 
to compare the user's intent query with stored queries in the KB. The similarity is calculated using cosine 
similarity [8] . 

The sentence transformer model's objective is to retrieve relevant examples from the KB where each 
entry is organized in a tuple structure as (𝑄𝑖 , 𝐴𝑖). Here, 𝑄𝑖 represents the queries corresponding to 
historical vertical user Intents, and 𝐴𝑖 consists of NSDs previously generated by the LLM, which have 
been validated either through manual insertion or positive HF.  

The retrieval of relevant examples involves measuring the cosine similarity between the new input 
query 𝑄𝑢 and each query 𝑄𝑖 within KB. The cosine similarity indicates the degree of similarity between 
the queries and is calculated as: 

𝑆(𝑄𝑢 , 𝑄𝑖) =
𝑄𝑢 ⋅ 𝑄𝑖

|𝑄𝑢||𝑄𝑖|
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where ⋅ represents the dot product of the query vectors, and | ⋅ |  denotes the vector's Euclidean norm. 
Subsequently, the AI model extracts a set of 𝑛  tuples, denoted as Top𝑛 , representing the most similar 

historical examples. These tuples, in the form (𝑄𝑗 , 𝐴𝑗), are then forwarded to the next stage. 

2.1.1.2 NSD Generation 

Using the retrieved examples (similar examples from the aforementioned step), the agent constructs a 
structured prompt for the LLM, which follows an instruction such as: “Your task is to generate a NSD 
based on the provided intent and examples.” 

The prompt includes predefined rules, the retrieved few-shot examples, and the new user intent. Given 
the structured nature of NSDs, the LLM used for this task is optimised for code generation. In our case, 
we leverage Code Llama [9] , a model trained on structured data with a large context window to handle 
multiple examples effectively. 

2.1.1.3 Validation Process (Validation tool) 

Once the NSD is generated, the Validation Process, one of the translation agent’s tools, ensures its 
correctness through a structured three-step validation: 

• Syntax validation: Ensures the NSD adheres to JSON format and schema compliance. 

• Semantic validation: Checks parameter types, regular expressions, and logical correctness. 
• Correlation validation: Verifies interdependencies, ensuring referenced parameters exist 

before use. 

Additionally, the validation tool enforces compatibility with DMO APIs, ensuring necessary conditions 
such as lowercase names and proper interface structuring. If errors are detected, the agent 
automatically prompts the LLM to correct them before sending the NSD forward. 

2.1.1.4 User Feedback System (Feedback tool) 

The User Feedback System serves as the last tool of the translation agent, allowing vertical users to 
refine the generated NSDs. Users can: 

1. Accept the NSD and submit it for deployment. 
2. Modify errors manually and submit a corrected NSD. 

If modifications are made, the corrected version is stored in the KB, enriching future few-shot retrievals. 
This system acts as an indirect reinforcement learning mechanism, improving future translations 
without modifying the LLM’s weights. With these three tools, the translation agent ensures high 
accuracy in translating natural language intents into deployable configurations. 

2.1.1.5 Performance Evaluation 

The experiments were conducted on two machines: 

• Machine 1: 36-core Intel Xeon Silver 4314 CPU (2.40GHz), running a Kubernetes-based test 
cluster and Edge/Cloud LMO. 

• Machine 2: Same CPU and one Nvidia A100 GPU (40GB vRAM), hosting the Intent translator 
agent. 

We used the LangChain1 framework and ChromaDB2 for knowledge base (KB) embedding storage. 
Multiple open-source LLMs were tested; the Code Llama Instruct 34B model showed the best accuracy 

 
1 Langchain: https://www.langchain.com/ 

2 ChromaDB https://www.trychroma.com/ 

https://www.langchain.com/
https://www.trychroma.com/
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in generating valid NSDs on first attempts. We used MPNet v2 for semantic similarity and configured 
the LLM with: 

• Max tokens: 3000 
• Few-shot examples (n): 4  
• Temperature: 0.1 

Example system application: We provide a live demonstration3  where a vertical user creates a UAV GPS 
tracking service composed of two apps: a northbound GPS tracker and a MongoDB backend. The Intent 
is written in natural language, translated into an NSD, and deployed via the LMO on an edge cluster. 

User satisfaction: Ten users each generated 10 NSDs using our platform, with no prior knowledge of NSD 
internals. After each NSD generation, users rated the output (0–5) and submitted their corrected 
version. Figure 5 shows the average rating and cosine similarity between generated and corrected NSDs. 
Initial ratings were above 3.75 with similarity over 0.9, improving to ~5 and 1.0 over time, showing that 
most corrections were minor, and the system adapted quickly to user input. 

 

Figure 5: Mean user satisfaction and similarity score over NSD generations. 

NSD generation time: As shown in Figure 6, NSD generation time increases with the number of requested 
applications, exceeding 1 minute for more than 3 applications. This latency stems from the LLM 
inference time. Future work may incorporate task decomposition to optimize performance. 

 

Figure 6: Effect of varying number of applications on NSD generation time. 

2.1.2 NLP translation to Standardised TM Forum Intents 

In 6G-INTENSE, we also perform the translation of natural language user requests into standardised TM 
Forum Intents using LLMs.  In contrast to Network Service Descriptors (NSDs), TM Forum Intents are 
defined following the RDF format. TM Forum has defined the TM Forum Intent Ontology (TIO)[13]  and 
the Intent Common Model (ICM)[14] , to specify how an Intent should be built. 

The translation process, using LLMs, allows for accurate translation of user-defined service requests 
expressed in natural language into structured, actionable representations of services. 

 
3  Demo: LLM-based Intent Translation in the EURECOM 5G Facility, https://youtu.be/SDyBge8WMt0  
 
 

https://youtu.be/SDyBge8WMt0
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Figure 7: Translation of NLP requests into TM Forum compliant intents 

In this case, presented in Figure 7, the LLMs are specifically trained to generate intents compliant with 
both the TM Forum Intent Ontology (TIO) framework [13] and the TM Forum Intent Common Model 
(ICM)[14] , which was defined as part of the work of the Autonomous Networks project. We used a set 
of TM Forum intents as examples to train the LLMs for the translation of Intents. The generated intents 
are machine-readable and can subsequently enable the automatic creation of precise network 
configuration files. 

For translating user requests, we tested several advanced LLM models, e.g., GPT-4.0, GPT-3.5-Turbo [10] 
, tinyLLAMA [11] , LLAMA [12] , etc. In this case, the LLM Model is responsible for the effective 
interpretation and translation of these intents into detailed business intent TMF-921-compliant 
configurations [6] . This process follows the established standards detailed in Deliverable D2.2 [16] , 
specifically ETSI Zero-touch Network and Service Management (ZSM) Intent Management Framework 
[15] and TM Forum specifications to ensure consistency, interoperability, and clarity across the 
architecture. The initial tests used GPT-3.5-Turbo, which was more available at the time, as the 
underlying LLM for semantic processing; however, later tests confirmed that other LLMs can be used to 
achieve the same goal. The preliminary results regarding the latency of the translation of NLP user 
requests into TM Forum Intents are presented in Figure 8. We tested this innovation in a simulated 
environment to validate it. The environment setup included GPT-3.5 Turbo to process NLP requests and 
generate TM Forum service intents. We used TM Forum Ontology as a database to fine-tune GPT-3.5 
model. The entire pipeline was implemented using Python, and the system was tested in an ASUS TUF 
Gaming F16 FX607JV Laptop running Ubuntu 22.04.4 LTS. 

 In a posterior deliverable (i.e., D3.2), we will present the results that assess the quality of the generated 
intents.  

 

Figure 8: Latency associated with Business Intent Generation from NLP user request[17]  
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Figure 9: Translation of the User Request into a Business Intent TMF Representation[17] . 

A user request, presented natural language describing a network state, can then be translated into the 
TMF-921 intent representation. As shown in Figure 9, user requests are translated into Turtle 
representations aligned with TM Forum standards, suitable for precise querying and effective utilisation 
by network devices and software components. To facilitate the generation of user requests, we have also 
created an LLM Chatbot. This Chatbot serves as a user-friendly interface for vertical users. Specifically, 
it is designed for intuitive interactions between users and the underlying complex 
infrastructure. Notably, this interface helps users specify their requests. The use of LLMs for direct 
interaction with possible Vertical users allows capturing and refining high-level user requests. 

 

Figure 10: Interaction between the Chatbot and the t-DMO. 
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The chatbot is powered by an advanced LLM trained on domain-specific user interactions, captures user 
requests, and facilitates communication with the t-DIMO. Its primary purpose is interpreting user 
requests, understanding their semantics, and formatting these requests, as shown in Figure 11. 

The Chatbot is equipped with a user-friendly web-based graphical user interface (GUI), which enables 
seamless expression of requests by users. The integrated LLM evaluates the nature of the request and 
determines if it can be managed by the t-DIMO. Upon validation, the chatbot leverages APIs integrated 
with the chatbot to encapsulate and forward the message to the t-DIMO. In addition, it periodically or 
on-demand retrieves updates from the t-DIMO and provides status updates to users. This tool was 
developed using Flask for the web-based GUI development, an LLM model for semantic processing, and 
Python for backend logic and API interactions.  

The performance of the algorithms of the chatbot will be evaluated in a later deliverable, focusing on its 
ability to correctly understand user requests and to reject unrelated or unnecessary ones before they 
reach the t-DMO. The evaluation metrics will include the number of irrelevant requests successfully 
filtered out by the bot and the number of valid requests accurately forwarded to the Intent translator. 

 

Figure 11: LLM Chatbot User Interface. 

2.1.3 RAG for Enhancing Intent Translation and Refinement  

Recently, LLMs based on transformers such as chatGPT, Gemini, etc. have shown great potential in 
improving IBN performance [18] [19] [20] [21]  due to their powerful capabilities in performing natural 
language processing (NLP) tasks such as understanding, generating, and classifying text data. The 
studies in [18] [19] [20] [21]  adapted LLMs and MR in intent translation frameworks. These 
frameworks rely on classifying intents and extracting actions based on keywords in the expressed 
intents. The authors assume that the user intents are provided by technical experts and that the user’s 
intents contain the required technical information to configure the network, which does not generalize 
these frameworks for non-technical user intents. Besides, it may induce inaccurate and outdated 
information in network configuration as LLMs rely on their trained data. 

In this subsection, we propose a context-aware AI framework that is able to interpret different intents 
from various applications and translate them to a common language understood by the network service 
provider. The framework is placed in the t-DMO in the 6G-INTENSE architecture. The framework utilizes 
application domain context, retrieval augmented generation (RAG), a large language model (LLM) with 
reasoning capabilities, and Few-shot learning to reason over high-level application language intents (i.e., 
technical and non-technical) and translate them to service intent. RAG technique is considered a class 
of LLM applications that use external data to augment the LLM’s context. It helps augment knowledge-
intensive tasks and ensures LLMs have up-to-date knowledge. LLM models with reasoning capabilities 
can provide accurate translation and reasoning over the domain language of different applications. Few-
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shot learning is a framework that trains the LLM through a very small number of examples via a prompt. 
It overcomes the hallucination issue and improves the LLMs’ responses without retraining or fine-
tuning, as retraining or fine-tuning the LLM is costly and consumes a lot of resources.  

The proposed context-aware AI framework is shown in Figure 12 called Intent-RAG. The framework 
works as follows: First, a knowledge database is created by collecting technical documents necessary 
for the intent translation of the target application. These documents are then chunked, embedded, and 
stored in a vector database. Second, the user application sends its high-level generic intent to an intent 
refinement functional block, which converts it to a well-defined intent (i.e., the intent contains essential 
information to search the network knowledge database to retrieve accurate application’s relevant 
information). Third, a structured intent creator block, which extracts the relevant information to a well-
defined intent from the knowledge database, ranks them based on high similarity, and generates a 
service intent [17] . 

The framework consists of the following functional entities:  

• Knowledge Database: It prepares the network knowledge domain to be queried and retrieved. Since 
the technical documents have special formats, optimizing the processing of these documents and 
storing them in a database is very critical to the performance of the AI framework; thus, here we 
show the details of this functional block: 

1) Documents Loader: We implement the unstructured documentation [22] to load the technical 
documents of the target application domain and identify the different modalities in their context, 
such as text, table, image, etc. For better retrieval performance, we also implement a 
summarizing model for each modality, where after separating each module, we create a 
summary of it. 

2) Text Splitter: It chunks the text modalities into small nodes/pieces to be queried and 
retrieved. 

3) Embedding Model: It generates a numerical representation of each modality to perform a 
similarity/semantic search. It also embeds the well-defined intent before the search operation. 

4) Vector Store Index: It stores the vector embedding representations of the technical 
documents and databases so that different types of searches, such as semantic, similarity, etc., 
can be applied immediately to retrieve relevant technical information related to the received 
intent. 

• Intent Refinement: It is responsible for refining the generic user application intent to a more clearly 
well-defined intent for a specific service domain. It reduces ambiguity in the generic expressed 
intents through guidance from the service domain. It acts as an intent classifier by analysing the 
application user’s intent to specify the application type and need. It consists of three functional 
blocks: 

1) Query Engine: It is responsible for querying the network knowledge database (i.e., stored in 
vector store index) and providing guidance instructions to clarify ambiguous intents based on 
the service domain instruction. 

2) Prompt: The prompt takes two inputs: the user application’s natural language (NL) intent and 
the NL intent guiding instructions. The user application’s NL intent is expressed in a natural 
language in the domain of the service consumer (i.e., can be technical or non-technical). The 
guided instruction is given by the service provider domain based on the scope of the requested 
services to handle ambiguous intents. 

3) LLM: The LLM has reasoning capabilities and takes the prompt as input and produces a well-
defined intent that can be used to query the network knowledge database to extract the proper 
configuration, and execution plans for application services. A well-defined intent is a statement 
containing essential technical information to query the network knowledge database. 

• Structured Intent Creator: It retrieves information from the network knowledge database based on 
the well-defined NL intent and creates a structured network intent:  
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1) Retriever: It retrieves relevant context from the vector store index when a well-defined intent 
is given as input. The retriever’s performance highly depends on the chunking method used to 
chunk the technical document and the embedding model. 

2) Re-Ranking: It reorders the retrieved context information from the retrieval based on 
relevancy. The top-ranked contexts are then input to the LLM through the prompt. 

3) Prompt: It takes the well-defined intent and the top-ranked retrieved relevant contexts as 
input and then guides the LLM to output a service intent. 

4) LLM: It takes the prompt as input and produces a service intent. 

 The detailed implementation of this innovation and a specific innovative use case showing the effective 
functionality of the proposed framework will be provided in deliverable D3.3. 

 

Figure 12: Proposed Intent-RAG Framework for Enhancing Intent Translation and Refinement[23] . 

2.1.3.1 RAG performance evaluation 

To evaluate the performance of the proposed framework, the experiment is conducted on an intent 
interpretation use case, where a set of network user applications express their intents in their own 
domain’s language to the network. Each user application generates an expectation/demand for the 
network in a human language. The network interprets and translates the application intents to 
structured network intents through the proposed framework. To evaluate the performance of intent-
RAG and vanilla-RAG frameworks for our use case, we use both human evaluation and the RAGAS 
evaluator [23] .  The dataset4 for evaluation includes both technical and non-technical user intents. The 
evaluation is presented in Table I, where the ground truth is extracted manually from the technical 
documents. For the RAGAS evaluator, the evaluation metrics context precision, context recall, and 
context entity recall reflect the performance of the retrieval part in the framework, where context 
precision measures how relevant the retrieved context is to the user intent, whereas context recall 
measures the retriever’s ability to retrieve all necessary information required to construct the network 
intent. Context entity recall measures the recall of the retrieved context, based on the number of entities 
present in both ground truths and contexts relative to the number of entities present in the ground 
truths alone. The evaluation metrics, which answer relevancy, correctness, and faithfulness, reflect the 

 
4 Evaluation Dataset : https://github.com/SalwaMostafa/RAG-Enabled-Intent-Reasoning-for-Application-
Network-Interaction/blob/main/dataset 

https://github.com/SalwaMostafa/RAG-Enabled-Intent-Reasoning-for-Application-Network-Interaction/blob/main/dataset
https://github.com/SalwaMostafa/RAG-Enabled-Intent-Reasoning-for-Application-Network-Interaction/blob/main/dataset
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performance of the generative part in the framework. The answer relevancy measures how relevant the 
framework responds to the user intent. The answer correctness measures the accuracy of the generated 
response when compared to the ground truth. The evaluation metric, faithfulness, measures 
hallucinations in the framework.  

Figure 13 demonstrates a comparison between vanilla-RAG and intent-RAG performance, focusing on 
the retrieval part using the RAGAS evaluator. As we can observe, the intent RAG outperforms vanilla-
RAG in retrieving the relevant context for an expressed intent. The reason is that the intent RAG 
efficiently processes the network documents using unstructured [22] compared to vanilla RAG. 
Moreover, the re-ranking model re-evaluates the retrieved context and reorders them based on 
relevancy compared to vanilla RAG. Figure 14 illustrates a comparison between the performance of 
vanilla-RAG and intent-RAG, focusing on the generative part using the RAGAS evaluator. As we can see, 
both frameworks give close performance since the same LLM model is used in the generative part. We 
also compare it to an LLM (no-RAG) model, where a prompt and LLM are only used to translate the 
intent. We find that in the no-RAG model, the answer correctness was 0.29, only giving very poor 
performance. Table 2 shows the response from different frameworks. As we can see, intent-RAG 
outperforms vanilla-RAG in matching the ground truth while LLM (no-RAG) gives irrelevant answers.  

 
Figure 13:Retrieval part performance of vanilla-RAG and intent-RAG. 

 

 
Figure 14: Generative part performance of vanilla-RAG and intent-RAG. 
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Table 2:Comparison between LLM (no-RAG), Vanilla-RAG, Intent-RAG based on Human Evaluation 

User Intent 4K On Demand Video I want to play a virtual reality game without feeling 
motion sickness 

Vanilla-RAG 
Output 

Scenario Type: 4K On Demand Video 

Key Performance Factors: - Data 
Rate/Throughput (downlink): 30 Mbps 

- Delay: RTT < 50 ms - Frame Rate: 60 

fps - Resolution: 4K (3840 ×      2160) 

- Operation Response Delay: 50 ms - 
Coverage Quality CSI SINR: -2 dB 

Scenario Type: Cloud VR Interactive VR Games 

Key Performance Factors/Performance 
Recommendations: Bandwidth: 100 Mbps 
(downlink), Packet Loss Rate: < 0.01% (UDP), 
Network Delay: < 25 ms, MTP Delay (ms): < 80 ms 
(good experience), Coverage level CSI RSRP: -107 
dBm, Coverage level CSI SINR: 2 dB. 

Intent-RAG 
Output 

Scenario Type: 4K On Demand Video, 
Key Performance Factors: Data 
Rate/Throughput (downlink): 30 Mbps, 
Delay: RTT < 100 ms, Packet Loss Rate: 

10−3, Resolution: 4K, Coverage Level 
CSI RSRP: -113 dBm, Coverage Quality 
CSI SINR: -2 dB. 

Scenario Type: 3K Cloud VR (Game), Key 
Performance Factors: Data Rate/Throughput 
(downlink): 100 Mbps, Delay: RTT < 25 ms, Packet 

Loss Rate: 10−5 (TCP), 10−4 (UDP), Resolution: 3K, 
Coverage Level CSI RSRP: -107 dBm, Coverage 
Quality CSI SINR: 2 dB. 
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LLM (no-
RAG) 
Output 

Scenario Type: 4K On Demand Video 

Key Performance Factors: 

1. Video Quality: The video quality 
should be at least 3840x2160 pixels to 
ensure a true 4K experience. 

2. Buffering Time: The buffering time 
should be minimal to provide a seamless 
viewing experience. 

3. Playback Speed: The video should 
play at a consistent speed without any 
lag or delays. 

4. Audio Quality: The audio quality 
should be clear and synchronized with 
the video. 

5. User Interface: The user interface 
should be user-friendly and easy to 
navigate. 

6. Content Selection: The platform 
should offer a wide variety of 4K content 
to attract and retain viewers. 

7. Device Compatibility: The platform 
should be compatible with different 
devices to reach a larger audience. 

8. Customer Support: The platform 
should have a reliable customer support 
system in place to address any technical 
issues. 

9. Subscription Options: The platform 
should offer flexible subscription 
options to cater to different user 
preferences. 

10. Data Usage: The platform should 
optimize data usage to prevent 
excessive data consumption for viewers. 

Scenario Type: Virtual Reality Gaming 

Key Performance Factors/Performance 
Recommendations: 

1. Frame Rate: The frame rate of the game should be 
at least 90 frames per second to ensure smooth and 
realistic movement in the virtual environment.  

2. Latency: The latency, or delay, between the 
player's actions and the game's response should be 
minimal to avoid disorientation and motion sickness.  

3. Field of View: The field of view should be set to a 
comfortable level, typically between 90-110 degrees, 
to avoid a feeling of tunnel vision and motion 
sickness.  

4. Motion Blur: Motion blur should be minimized or 
turned off completely to reduce the strain on the 
player's eyes and prevent motion sickness.  

5. Head Tracking: The game should have accurate 
head tracking to ensure that the virtual environment 
moves in sync with the player's head movements, 
reducing the risk of motion sickness.  

6. Comfort Settings: The game should have options 
for comfort settings, such as reducing camera 
movement or adding a virtual nose, to help alleviate 
motion sickness for players who are more sensitive.  

7. Graphics Quality: The graphics quality should be 
optimized to ensure a smooth and realistic 
experience without causing lag or stuttering, which 
can contribute to motion sickness.  

8. Audio: The game's audio should be synchronized 
with the visuals to avoid any discrepancies that can 
cause disorientation and motion sickness.  

9. Breaks: The game should have built-in breaks or 
prompts for players to take breaks and rest their eyes 
to prevent eye strain and motion sickness.  

10. User Feedback: The game should have a system 
for users to provide feedback on their experience, 
allowing developers to make necessary adjustments 
to reduce the risk of motion sickness. 

Ground 
Truth 

Scenario Type: 4K On Demand Video 

Key Performance Factors: Data 
Rate/Throughput (downlink): 30 Mbps, 
Delay: RTT < 100 ms, Packet Loss Rate: 

10−3, Resolution: 4K, Coverage Level 
CSI RSRP: -113 dBm, Coverage Quality 
CSI SINR: -2 dB. 

Scenario Type : 3K Cloud VR (Game),   

Key Performance Factors: Data Rate/Throughput 
(downlink): 100 Mbps, Delay:RTT < 25 ms, Packet 

Loss Rate: 10−3(TCP) 10−2 (UDP), Resolution: 3K, 
Coverage Level CSI RSRP: -107 dBm, Coverage 
Quality CSI SINR:2 dB 

 

Table 3 demonstrates the average translation time over the data set. As we can observe, vanilla RAG has 
the shortest time in translation at the trade-off of accuracy, while intent-RAG has a slightly longer 
translation time but with high accuracy. The slightly longer time in intent-RAG compared to vanilla RAG 
is due to the more processing required in intent-RAG framework stages. On the other hand, LLM (no-
RAG) has the longest time due to the time required to search the public database. 



D3.1 Initial report Native AI toolkit development 

©6G-INTENSE  Page | 29  

 

Table 3: Translation Time (Seconds) 

Vanilla-RAG Intent-RAG LLM (no-RAG) 

2.16 2.62 3.33 

 

2.1.4 Specialized LLM Agents for LMO Roles  

The central component of the DIMO framework is the DMO. The DMO acts as the central brain that glues 
together all other components, such as t-DMOs and NCF. Another important aspect of the DMO is the 
inter-communication mechanism, which is enabled through the east/west interfaces and can be 
leveraged to foster collaboration among different DMOs, especially a federated learning-like 
collaboration mechanism. To enable intelligence across those different components, the Native AI 
toolkit is deployed across the t-DMO, DMO, and the NCF. A key Role for the Native AI in the DMO is to 
translate the service intent which we get at the t-DMO from user intent, often expressed in natural 
language to a resource intent. This translation mechanism is enabled by the Native AI through the use 
of an LLM. The full process is shown in Figure 15 and takes place as follows: 

• The user submits an intent in natural language to the t-DMO through the northbound interface 
IF-TDMO-1. 

• At the t-DMO, the LLM (Native AI LLM translation) translates the user intent to a service intent. 
• The t-DMO forwards the service intent through the southbound API interface IF-DMO-1. 
• The DMO’s Native AI’s LLM translates the service intent to an equivalent resource intent and 

forwards it to the NCF. 
• Finally, the NCF’s LLM translates the resource intent to a configuration file that can be used to 

provision resources at the LMOs. 

 

Figure 15: Deployment view across the different layers of the architecture 

The translation from natural language intents to the final configuration file (K8S configuration files 
specifically) is done in different stages and across different components of the DIMO architecture using 
the native AI toolkit. Thus, we opt to facilitate this process by making use of the fact that LLMs can 
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translate directly from natural language to configuration files, with both the service and resource intent 
acting as a context for the LLM[37] . In other words, we assume that the LLM translation will be done by 
the same model, deployed into the different stages of the architecture (t-DMO, DMO, NCF).  As mentioned 
in section 2.1.2, this translation process can be effectively realised using enterprise APIs. However, there 
are two main problems in the usage of enterprise APIs. First, the privacy issue due to the input data 
(intents) sharing with such APIs. It is not always the case that an enterprise would tolerate such data 
revealing. Second, the usage costs of those models. Typically, the cost of such models is measured in 
tokens, either input tokens or output tokens (and even sometimes intermediate thinking tokens, as in 
OpenAI O1 chain-of-thought reasoning). The solution for those two problems is to leverage an open 
source LLM instead of relying on remote APIs. However, this comes with a new challenge, which is the 
fact that not all models will be able to handle this translation effectively, even with context information. 
So, fine-tuning those models is one possible option that can help adapt the model to this kind of 
translation and address all the concerns stated earlier.  

To this end, we propose a federated learning scheme that can make use of the communication 
capabilities across the DMOs and adapt a language model to act as the translator needed across the 
layers. Federated learning [38] is a machine learning approach that collaboratively tries to learn a model 
among several clients or users. In our setting, as shown in Figure 16, those clients are the DMOs 
themselves. We assume that we have n-DMOs communicating with each other using the east/west 
interface. Each DMO has a local dataset, and it trains a model locally on its data. After that, all DMOs 
share those trained models with the server, a trusted DMO that is elected at the beginning of the fine-
tuning process. After that, the server aggregates those models and distributes the aggregated model 
back to the clients. 

Traditional federated learning techniques aim to learn a single global model that will be distributed to 
all clients. This is a sub-optimal strategy, since we need this model to be as personalised as possible to 
each DMO, because it is not guaranteed that the data distribution of each DMO (the distribution of the 
words of the intents) is the same across all DMOs. For example, if the cluster management software, 
which is used across the clients, is different in versions, it might be difficult to learn a single model that 
performs well across all the DMOs. To overcome these issues, we propose a Federated Multi-Task 
learning (FMTL) technique that personalises the learning process per DMO. We assume that all DMOs 
have the same pre-trained open-source LLM at the beginning of the process.  The knowledge of each 
DMO is a combination of both local data and models; to leverage this knowledge, we model clients in a 
weighted undirected graph that weighs the connection between each DMO and other DMOs.  

We freeze the original weights of the Language model and instead employ LoRA[39] , a lightweight 
finetuning method specifically designed for LLMs. At each Communication round t, we randomly select 
one DMO to act as the server. At each client, we perform j rounds of updates to the LoRA parameters and 
send the newly updated parameters to the selected server. After that, the aggregation is done at the 
server such that: 

 

This update is done for each client k and ensures that we are making use of other DMOs knowledge, 
while still personalizing the resultant model. The aggregated model is sent back to each client to 
continue for the next round. We repeat this process for t = 100 communication rounds. 
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Figure 16: Federated Multitask Learning Setting. 

2.1.4.1 Numerical Evaluation 

To validate our approach, we compare the proposed scheme with two baselines: FedIT[40] , a FedAvg-
like method that averages the model parameters at the server, and FedPTuning [41] , a prompt tuning 
method that adds a small set of trainable parameters to the model, while keeping the other parameters 
frozen, in a Supervised Fine-Tuning style (SFT). We use a synthetically generated dataset of the shape 
(Business Intent, TM-Forum Intent, Configuration of the K8s), where the input to the model corresponds 
to the first two keys of the dataset, while the expected output is the configuration file. The TM-Forum 
Intent contains the corresponding Service and Resource intent concatenated. The data is distributed 
among 3 DMOs, where each DMO is a client that has between 100 and 150 samples, and each local data 
is split into 80% and 20% for training and testing, respectively. At each communication round, one DMO 
is randomly chosen to act as the server, where the aggregation happens. In our experiments, we fine-
tune a pre-trained Qwen3-14B [42]  model, a high-quality and very capable language model. To mitigate 
the complexity associated with training the full model, we only train a subset of added trainable 
parameters using LoRA. As a result, all model parameters are frozen and only the LoRA parameters are 
updated, reducing the computational time of the local training. The number of local iterations for all 
methods is set to 5. We use a batch size of 1 for all methods to guard against any memory issue. All our 
experiments are run on a single Nvidia V100 GPU. 

2.1.4.2 Performance Comparison 

We compare the performance of our method against FedIT and FedPTuning in two types of metrics. 
First, we compare the output with the expected output from the dataset (label) using Rouge [43] . Rouge 
is a metric designed to measure the quality of the generated text from LLMS given a reference text. The 
second metric is about how good the model is at generating the correct YAML configuration file from 
one trial (zero-shot) and two trials. This metric is an indication on how much accuracy the model has 
gained through the finetuning process. Finally, we measure the energy footprint of all methods to ensure 
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that our scheme is not only performing well across standard metrics, but also exhibits a computational 
and communication efficiency, which is crucial for real-world deployment. We can see from Table 4, that 
our method exhibits superior performance in comparison with all other baselines. Mainly, the proposed 
scheme excels in terms of the zero-shot performance if we compare it with FedPTuning and FedIT, 
which struggles at generating the correct config file in a zero-shot manner. 
 

Table 4: Performance Comparison between our method and all other baselines. 

Algorithm Rouge 
zero-shot Accuracy 

(%) 
One-shot accuracy 

(%) 

MIRA 41 61.3 75.3 

FedPTuning 21 24.6 30.5 

FedIT 30 48.7 54.2 

2.1.4.3 Fairness 

One very important aspect of federated learning is how much variance each client has in its test results. 
This aspect of fairness quantifies whether our method is biased towards a specific DMO/client against 
other ones. Since we have a cross-silo setting, we only look at the local Rouge and loss values for the 
worst-performing client. As we can see from Table 5, MIRA still exhibits the superiority, which indicates 
that our method is not only performant but also exhibits fairness by design. 

Table 5: Fairness between our method and all other baselines. 

Algorithm Rouge Test Loss 

MIRA 38.3 1.2 

FedPTuning 20.2 2.3 

FedIT 26.7 1.8 

2.1.4.4 Carbon Footprint 

We measure the computational and communication demand of our proposed method against the 
baselines to quantify its real-world suitability under constraints. As we can see from Table 6, MIRA is 
almost equivalent to FedIT. This can be attributed to the fact that both methods share the LoRA 
parameters. Although the two methods have the same carbon footprint, MIR converges faster. This 
greatly reduces the number of communication rounds needed and hence the associated carbon 
footprint. This is also the case for FedPTuning, which, although it has the lowest footprint, still needs 
more communication rounds to converge. Also, a better carbon footprint is associated with a great 
performance degradation. 

Table 6: The energy efficiency of the proposed method and all other baselines. 

Algorithm Total Energy [MJ] Total Footprint (kg-CO2-eq) 

MIRA 61.7 8.2 

FedPTuning 11.1 1.46 

FedIT 61.7 8.2 

 



D3.1 Initial report Native AI toolkit development 

©6G-INTENSE  Page | 33  

2.1.5 LLM Evaluation 

In the rapidly evolving landscape of telecommunications and IT, the ability to accurately translate 
natural language into structured, standardised models is becoming increasingly important. The TM 
Forum Intent Common Model (ICM) provides a robust framework for expressing intents and their 
associated requirements, expectations, and reports. Leveraging LLMs to automate the translation of 
natural language into TM Forum ICM constructs can significantly enhance efficiency and accuracy in 
intent management. However, ensuring the reliability and correctness of these translations is 
paramount. This section explores the critical importance of validating the output of LLMs in this context, 
highlighting key aspects such as accuracy, operational reliability, interoperability, performance, user 
trust, regulatory compliance, scalability, and the role of benchmarking in validation. 

Validation is not merely a procedural step; it is a foundational practice that underpins the integrity and 
effectiveness of intent management systems. By rigorously validating the output of LLMs, we can ensure 
that the translated intents are accurate, consistent with standards, and operationally reliable. This, in 
turn, facilitates seamless interoperability between systems, optimises resource utilisation, builds user 
trust, meets regulatory requirements, and supports scalable solutions. Additionally, benchmarking 
LLMs provides a quantitative basis for evaluating their performance, identifying areas for improvement, 
and ensuring continuous enhancement of the translation process. Through comprehensive validation 
and benchmarking, we can harness the full potential of LLMs in transforming natural language into 
actionable, standardised intents, driving better outcomes and user satisfaction in the 
telecommunications and IT domains. 

2.1.5.1 LLM Benchmarking  

Benchmarking involves evaluating the performance of LLMs against a set of standardised tests and 
metrics to assess their accuracy, efficiency, and reliability. This process is crucial for understanding the 
strengths and weaknesses of the model in various scenarios. By benchmarking an LLM, we can identify 
how well it translates natural language into TM Forum ICM constructs and can compare current and 
historical models against this score. When comparing popular LLMs for different use cases, there 
already exist several accepted benchmarking mechanisms. These include MMLU5 and ARC6 for language 
understanding and general knowledge, BBH7 for reasoning, CodeXGLUE8 for programming, and MATH9 
for mathematical ability, just to name a few. However, a gap exists for intent use cases, which involve 
elements of several listed topics. Benchmarking deployed as part of the Native AI Toolkit aims to provide 
a higher level of validation to LLM outputs, not by ensuring it is syntactically correct but also 
contextually, resulting in outputs that are representative of the original abstract request. Flexible 
deployment of benchmarking software can allow LLMs from a variety of domains to be evaluated 
ensuring model accuracy does not drift. This involves using a diverse set of test cases that cover a wide 
range of intents and expectations, ensuring that the model performs consistently across different types 
of inputs. Benchmarking helps in setting performance standards and provides a quantitative basis for 
evaluating the model's output. Benchmarking plays a critical role in validating the output of an LLM by 
providing a reference point against which the model's performance can be measured. It helps in 
identifying discrepancies and areas where the model may fall short, allowing for targeted 
improvements. By comparing the model's output against benchmark results, we can ensure that the 
translations are accurate and adhere to the TM Forum ICM standards. This process also helps in 
detecting biases and errors that may not be apparent through manual validation alone. Furthermore, 
benchmarking facilitates continuous improvement by providing feedback on the model's performance 
over time, ensuring that it evolves to meet the changing requirements and expectations of users. In 
essence, benchmarking serves as a foundational tool for validating and enhancing the reliability and 
accuracy of LLM-generated outputs. 

Accurate and validated outputs build trust and confidence among users, as they can rely on the system 
to correctly interpret and implement their intents. Trust is essential for user adoption and satisfaction, 

 
5 https://github.com/hendrycks/test 
6 https://huggingface.co/datasets/allenai/ai2_arc 
7 https://github.com/suzgunmirac/BIG-Bench-Hard 
8 https://github.com/microsoft/CodeXGLUE 
9 https://github.com/hendrycks/math 
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as users need to feel confident that the system will perform as expected. Validation helps in building this 
trust by ensuring that the system consistently delivers accurate and reliable results. Ensuring that the 
natural language input is correctly translated into the desired ICM output enhances user satisfaction 
and experience. A system that accurately interprets and implements user intents provides a seamless 
and intuitive user experience, leading to higher satisfaction and engagement. Validation plays a key role 
in achieving this by ensuring that the system meets user expectations and delivers the desired outcomes. 

Validation is crucial for ensuring that natural language inputs are accurately translated into correct ICM 
constructs, maintaining the integrity of the intent and its expectations. Without validation, there is a risk 
of misinterpretation by the LLM, leading to incorrect or incomplete ICM representations and potential 
disruptions in system performance. Validation checks adherence to TM Forum ICM standards, ensuring 
consistency across different intents and reports, which is essential for reliable and repeatable outcomes. 
It acts as an LLM unit test, identifying errors and areas for improvement. Validation helps prevent 
implementation issues by catching errors early, ensuring compliance with specifications and constraints 
for operational reliability. It ensures compatibility and interoperability with other systems using TM 
Forum ICM, facilitating seamless integration and communication. Additionally, validation optimizes 
resource use by ensuring correctly defined intents, preventing redundant or conflicting intents, and 
promoting efficient system operation. 

The LLM benchmarking process will involve a collection of natural language requests and standard-
compliant templated answers. These answers will be approved through human evaluation to ensure 
accuracy and compliance when compiling the collection of questions. These questions will be expanded 
over the duration of the 6G-INTENSE project to allow for a complete and comprehensive evaluation. 
Each question is processed by the LLM, and the generated answer is compared to our approved answer 
set, checking for adherence to the specified structure and content. This process is automated, and results 
are packaged into a report for the user, highlighting the accuracy score. The first results of LLM 
benchmarking are planned for D3.2. 

2.1.6 Intent-Driven Service Creation and Deployment 

 

Figure 17: Intent-Driven Service Creation and Deployment into an Edge (simplified 6G-Intense architecture 
adapted to the concept of Intent Management in the ETSI ZSM Framework[15] ). 

The process of intent-driven service creation and deployment within the 6G-INTENSE involves mapping 
business service requests into structured representations following TM Forum’s TMF 921 
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standards: service and resource intents. This process begins with intent profiling, where user 
requests, in the business intent format, are systematically decomposed and transformed into 
service deployments and resource intents. The findings presented in prior demonstrations [17] 
, the project validated the feasibility and effectiveness of decomposing abstract intents into 
different actions to be performed, for example, the creation of Kubernetes (K8S) deployment 
manifests, a structured configuration file that enables automated orchestration of cloud-native 
applications. These configuration files are written in YAML or JSON. In Figure 17, it is shown how 
the interactions between the different operational domains of the 6G-INTENSE architecture can 
be done with intents. 

It is possible to methodically map TM Forum intents into precise actions utilising structured K8S 
deployment manifests. These K8S manifests show resource requirements and deployment parameters 
necessary for cloud-native or virtualised infrastructure execution. The structured mapping enhances 
automation and ensures compliance with the standardised TIO and ICM frameworks. Ensuring to be 
ICM and TIO compliant significantly enhances the deployment process and reduces manual 
intervention. The intent-driven service creation and deployment pipeline is composed of the following 
specialised components: 

• Intent Generator: This initial component processes the user’s natural language business 

requests into TMF-921 intent representation [6] .  

• Validation: This component ensures the TMF-generated intent is syntactically and semantically 

correct and validates its feasibility for deployment. It verifies the intent structure, removing 

errors and discrepancies before further lifecycle processing. 

• Domain Agent: This agent classifies the domain of extracted requests to perform efficient 

routing and processing. For instance, service intents identified as maintenance tasks are 

forwarded directly to the maintenance manager for execution. 

• Deployment API: Using the parameters provided by the intent extractor, this API deploys 

generated configurations onto experimental platforms, monitors execution, resolves conflicts, 

activates intents, and communicates feedback to users. It also collects real-time telemetry and 
responses from deployment infrastructures such as Kubernetes deployments, to help users 

monitor the status of experiments and communicate these updates back to the user promptly. 

An initial intent decomposition pipeline and intent lifecycle management (Figure 18) has been created. 
Figure 19 illustrates the resulting Kubernetes manifest file, generated with the help of the intent 
extractor and other APIs from the validated TMF intent representation, presented in Figure 9. 

The Service creation and deployment procedure was evaluated through a simple proof-of-concept 
pipeline presented in Figure 18. Specifically, we measured the time needed for the generation of the 
video streaming service since it was requested by the user. This considers the user request to intent 
translation and the intent translation into a Kubernetes manifest[17] . After 50 runs of this simple 
scenario, we measured that the actual time to deploy the service since the user request takes around 20 
seconds [16]. 
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Figure 18: Intent-driven Service Creation and Deployment 
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Figure 19: Generated K8S deployment file based on the provided Business Intent 

 

2.2 Intent Deployment & Intent life-cycle management 

 The decomposition and propagation of intents from business intents into service intents and resource 
intents ensures a seamless transition from abstract user-defined goals to actionable tasks deployable in 
network and cloud domains.  

In this section, we focus on the role of Intent Deployment and the intent life-cycle management. The 
deployment of Intents across operational domains plays a main role within the intent lifecycle 
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management of the 6G-INTENSE architecture. It is part of the process defined by TM Forum for intent-
based operations in Autonomous Domains. This type of process allows for the automation of the 
autonomous domains and improves resource management by mapping intents into diverse network 
elements. In this section, we present how Intent lifecycle management can be automated through the 
use of workflow orchestration.  

The orchestration of workflows is an essential step towards autonomous networks. Using workflows, it 
is possible to recreate the closed loop corresponding to the intent lifecycle management in each 
autonomous domain of the 6G-INTENSE Architecture (t-DMO, DMO, NCF).  This new practice will ensure 
the smooth transition of the intents from planning to operational deployment within each autonomous 
domain. Within 6G-INTENSE, workflow orchestration is performed using a dynamic workflow engine, 
which generates Directed Acyclic Graphs (DAGs) representing the sequence and dependencies of tasks 
involved in fulfilling user intents. These tasks need to consider the different aspects of the native AI 
integration architecture. 

Upon receipt of structured intents, the workflow engine assesses the availability of the service or 
resources mentioned in the intent and generates adaptive workflows accordingly. These workflows are 
executed through a workflow controller, which actively manages the implementation, monitoring, and 
potential termination of tasks.  

The use of structured workflows for orchestration facilitates robust handling of successful task 
completions and failures, ensuring timely notifications and adaptive responses to changes. 
Consequently, this innovation aims to improve the overall reliability and responsiveness of intent-
driven services within the 6G-INTENSE architecture. 

 

Figure 20: Proposed Workflow Orchestration Concept in 6G-INTENSE (adapted from the Inten management 
entity concept from ETSI ZSM[15] ). 

In Figure 20, the workflow orchestration concept is presented. For the implementation of this concept, 
we have evaluated different workflow controllers that support DAGs. The main options that were 
considered are portrayed in Figure 21. After the evaluation of Argo workflows, Apache Airflow, and 
Prefect are selected for adoption. All of them allow for the declarative definition of DAGs in YAML or 
Python. However, we continued to study and consider applications in our case, only Argo workflows and 
Airflow, as they both are open source and free to use.  
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Figure 21: Popularity of Workflow Orchestration Projects in GitHub, since their release. 

In terms of working mode, Argo workflows allow the use of tasks that are mapped into K8s containers, 
so this means that it supports K8s containers out of the box. The Airflow, on the other hand, makes use 
of controllers to manage K8s containers.  

In 6G-INTENSE, we will isolate the different actions that compose the intent life-cycle and treat them as 
small tasks part of the DAGs. These tasks need to be defined by the workflow engine. Specifically, the 
workflow engine generates a plan to be used as a DAG, associated with the Business Intent it is trying to 
fulfil.  As an example, for the DMO, the following set of actions can occur when trying to fulfil a Business 
Intent for a video streaming communication service:  

1. The workflow engine will process the business intent and come up with a plan. 

2. The workflow engine will pass the DAG to the workflow controller for processing. 

3. The workflow controller will instantiate the DAG in the K8S cluster following the intent life-

cycle: 

a. Translation of the business service into a service intent. 

b. Validation of the generated service intent. 

c. Post-processing using HRL to improve the service conditions. 

d. Intent extraction. 

e. Deliver the service intent via the intent handler to the NCF. 

The performance of the workflow orchestration innovation and its impact in terms of Service Creation 

and Deployment will be done in later deliverables, focusing on different KPIs: 

1. Latency: Measure the time since the Service Intent is requested until the different needed 
Resource Intents are requested 

2. Number of requests per unit of time: Measure the number of requests that can be handled by 

the workflow orchestrator within a certain timeframe. 
a. Evaluate simultaneous requests 

b. Evaluate the number of successful/unsuccessful requests 

3. Accuracy: Evaluate the accurate adoption of a LLM generated plan till the execution of the 

service to be orchestrated. 
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3 Closed-loop control automation 
The management of high-level business intents and resource conflicts presents significant challenges in 
future networks. This chapter introduces two innovative frameworks designed to address these issues, 
ensuring optimal network performance and compliance with stringent Service Level Agreements 
(SLAs). 

In section 3.1, a RLHF-based conflict resolution framework is presented. Multi-tenant environments in 
6G networks are characterized by diverse and competing business intents driven by stringent SLA 
requirements such as latency, reliability, bandwidth, and cost-efficiency. Conflicts often arise when 
these intents compete for limited system resources, leading to scenarios where not all SLA goals can be 
simultaneously met. Traditional static policy-based approaches lack the adaptability to dynamically 
adjust to changing conditions and tenant priorities, resulting in suboptimal resource allocation and SLA 
violations. To address these challenges, we propose a novel conflict resolution framework based on 
Reinforcement Learning from Human Feedback (RLHF), leveraging Large Language Models (LLMs) as 
proactive decision agents. This framework, operating at the tenant-Domain Management Orchestration 
(t-DMO) layer, integrates RLHF to generate context-aware resolution strategies that align with human-
centric priorities such as fairness and long-term utility. By continuously refining policies through 
iterative feedback, the RLHF-based approach ensures that conflict resolution remains aligned with 
tenant expectations and SLA compliance, transforming the t-DMO into a more autonomous and effective 
orchestration layer in dynamic, multi-tenant 6G environments. 

In section 3.2, an XAI-based resource conflict management framework is presented. In the dynamic 
landscape of 6G networks, managing resource conflicts among autonomous machine learning (aML) 
agents is crucial for maintaining optimal network performance. These agents, responsible for tasks like 
traffic management and interference control, must coordinate effectively to avoid conflicts over shared 
resources such as radio spectrum and processing power. Traditional AI models often operate as "black 
boxes," making it difficult for network operators to interpret or trust their decisions. To address these 
challenges, Explainable AI (XAI) techniques, such as SHAP (Shapley Additive Explanations), are 
employed to provide transparency and interpretability to AI-driven decisions. The proposed XAI4C (XAI 
for Conflict Management) framework leverages SHAP to detect and mitigate conflicts among ML agents, 
ensuring efficient, adaptive conflict resolution and long-term network resilience. By offering real-time, 
interpretable insights into decision-making processes, XAI4C addresses key challenges such as 
interpretability, computational intensity, scalability, and post-action conflict detection limitations, 
thereby enhancing trust and facilitating effective conflict management in 6G networks. 

3.1 RL Agents for t-DMO Proactive Conflict Resolution  

In multi-tenant 6G environments, stakeholders express high-level business intents through SLA-driven 
goals such as latency constraints, reliability guarantees, bandwidth demands, or cost-efficiency 
objectives. Even without direct visibility into the underlying infrastructure or real-time resource 
metrics, conflicts can arise when multiple intents compete for limited system capacity, leading to 
scenarios where not all SLA requirements can be simultaneously satisfied. 

For example, an intent seeking ultra-reliable, low-latency connectivity for an XR-based application may 
conflict with another intent targeting cost-efficient execution for background analytics, both mapped to 
the same domain, yet infeasible to fulfil together under existing SLA constraints. Similarly, a continuous 
HD video streaming service with real-time object detection may conflict with a critical healthcare intent 
requiring secure, low-latency video calls for remote patient consultations. Both demand time-sensitive, 
high-bandwidth access to edge resources, and prioritising one may directly lead to SLA violations in the 
other. 

These business intent level conflicts are especially challenging to manage in dynamic, heterogeneous 
domains where system conditions and tenant priorities evolve over time. 

Approaches relying on fixed rules or reactive policies, typically imperative and centrally controlled, lack 
the adaptability and foresight needed to reason effectively about competing intents and to make 
proactive, context-aware trade-offs. Intent-based management, which abstracts high-level goals from 
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low-level configurations and supports decentralized, device-level processing, offers greater flexibility 
and scalability to address these challenges. This need for more autonomous and flexible orchestration 
mechanisms which is mentioned in recent studies [25] , emphasizes that traditional static policy-based 
approaches fall short in managing complex, evolving multi-tenant environments. This is because static 
policies are unable to dynamically adjust to changing system states or evolving tenant priorities, often 
resulting in suboptimal resource allocation, SLA violations, and limited capacity to balance competing 
business goals in real time 

To address this, we propose a conflict resolution framework based on Reinforcement Learning from 
Human Feedback (RLHF), wherein LLMs act as proactive decision agents. These agents are trained not 
only to identify and resolve business intent level collisions based on observed SLA requirements, but 
also to align their actions with human-centric priorities, such as fairness, proportionality, and long-term 
utility. RLHF enables these agents to internalise nuanced conflict resolution strategies through iterative 
feedback, learning from both human preferences and system outcomes [29] . 

In the context of the 6G INTENSE architecture, the proposed innovation will operate at the t-DMO layer 
specifically within the Validation, Refinement, and User Confirmation component, as depicted in Figure 
22. At the t-DMO layer, stakeholders submit high-level intents, such as ultra-reliable XR streaming or 
cost-efficient analytics, that are often in conflict due to shared domain (Consider DMO as a domain) 
constraints or lack of knowledge about the running services in the domain. The t-DMO layer, responsible 
for interpreting and managing these tenant-specific intents, integrates LLMs fine-tuned through RLHF 
to act as proactive reasoning agents. These agents generate resolution strategies based on SLA 
requirements, historical outcomes, and learned human preferences, such as fairness and long-term 
utility. Within this setup, LLMs propose actions like intent reprioritisation, SLA adaptation, or partial 
fulfilment, which are evaluated using a reward model trained on expert feedback. 

 

Figure 22: Tenant Intent Conflict Resolution through RLHF. 
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The RLHF loop is part of the Native AI, extending the intent management operations via a closed-control 
loop. Specifically, it can be embedded within the Validation Refinement and User Confirmation 
component of the 6G-INTENSE intent management process. In this component, iterative improvement 
techniques involving a human-in-the-loop are employed to ensure alignment with user preferences, as 
outlined in Section 6.1.1 of Deliverable D2.3. 

So, the proposed RLHF-based conflict resolution framework enables the t-DMO to make informed trade-
offs and resolve tenant intent conflicts without requiring direct access to underlying domain resources. 
By leveraging continuous feedback, driven by validation outcomes and user confirmations, the system 
incrementally improves both the reward model and policy behaviour. This ensures that conflict 
resolution strategies remain aligned with tenant expectations and SLAs. Consequently, the t-DMO 
evolves into a more autonomous, context-aware orchestration layer, capable of learning nuanced 
resolution patterns and maintaining SLA compliance across dynamic, multi-tenant 6G environments. 

Moreover, to support this RLHF loop, the t-DMO utilises key southbound system interfaces, IF-DMO-1 
and IF-TDMO-2, to interact with the underlying DMO, as specified in Deliverable D2.3. These interfaces 
facilitate the enforcement of resolved intents, lifecycle control of services, and the collection of critical 
feedback signals (e.g., monitoring metrics, service acceptability, and rejection reasons), thereby 
enabling continuous refinement of the RLHF-based orchestration policies. 

The RLHF pipeline typically consists of three key stages: supervised fine-tuning, reward model training, 
and policy optimisation [30] . 

1. Supervised Fine-Tuning 

This initial stage adapts general-purpose LLMs, available locally or online, e.g., tinyLLAMMA, GPT3.5 
Turbo, GPT-4o, or DeepSeek-V3, to the domain of network intent management and policy reasoning. It 
involves curating a dataset of prompt-response pairs that reflect realistic tenant intent conflicts and 
expert-crafted resolutions. For example, a prompt might be: 

“Tenant A requests low-latency VR streaming, while Tenant B requires emergency IoT telemetry with 
high reliability. Both need to be fulfilled in a specific location, but limited-service capacity makes 
fulfilling both SLAs impossible. How should   the optimized policy model resolve the conflict?” 

The desired output would then specify a resolution strategy such as service reallocation, partial 
degradation, or intent negotiation. In this context, intent negotiation refers to a reasoning process in 
which the system interacts with tenant preferences to explore acceptable trade-offs, such as relaxing 
certain non-critical SLA parameters (e.g., latency tolerance or bandwidth allocation) to arrive at a 
mutually agreeable compromise under constrained resources. So, the curated data enables the model to 
establish a foundational understanding of valid conflict resolution patterns, aligned with SLA 
constraints and network orchestration policies. This step also helps mitigate instability in later RL 
training by grounding the model in domain-relevant behaviour from the outset. 

2. Reward Model Training 

The reward model is central to RLHF, serving as a domain-specific evaluator that guides the LLM toward 
producing useful and acceptable responses. In this stage, multiple candidate resolutions generated by 
the LLM for a given conflict scenario are ranked by expert labellers, typically network engineers or 
orchestration specialists, based on alignment with SLA priorities, fairness among tenants, resource 
efficiency, and explainability. 

For instance, given a network scenario, one output might propose dropping a low-priority tenant's 
request, while another might propose load balancing across adjacent edge clusters. Human labellers 
rank these responses, forming the basis of a supervised reward model trained to assign scalar feedback 
scores. This model then provides training signals to the policy model during reinforcement learning, 
ensuring that subsequent behaviour aligns with network operator preferences and operational best 
practices. 

3. Policy Optimisation 

In this final stage, the policy model (i.e., the LLM guiding resolution decisions) is iteratively updated 
using reinforcement learning algorithms such as Proximal Policy Optimisation (PPO) or Guided Reward 
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Policy Optimisation (GRPO). Unlike traditional supervised learning, the model receives feedback only 
after a full response is generated which reflects the RL concept of delayed rewards. 

The current policy generates a proposed resolution to a tenant intent conflict, which is then evaluated 
by the reward model. Based on the score, the policy is optimised to maximise future rewards, thereby 
improving its ability to resolve conflicts across a variety of unseen network scenarios. Over time, the 
LLM becomes more proficient in understanding trade-offs between tenant demands, SLA priorities, and 
infrastructure constraints, crucial for managing complex and dynamic orchestration in 6G networks. 

Based on the above concept, in the proposed RLHF framework for tenant intent conflict resolution 
within a multi-tenant 6G orchestration environment, our focus is on optimising the policy to better align 
with human preferences, ensuring fairness and SLA compliance. To achieve this, we introduce a novel 
approach to the reward model, incorporating multi-objective scoring that reflects various dimensions, 
such as SLA compliance, fairness, business priorities, and long-term service utility. This approach 
enables a more comprehensive evaluation of conflict resolution. Moreover, we modify the standard PPO 
process by replacing the commonly used Kullback-Leibler (KL) divergence penalty with the Jensen-
Shannon Divergence (JSD). The key advantage of using JSD over KL divergence is its symmetric and 
bounded nature, providing greater stability when comparing the updated policy with the reference 
policy obtained from supervised fine-tuning. This ensures that the policy updates are both stable and 
balanced. 

The use of JSD prevents excessive optimisation toward the preferences of a single tenant, which can 
often occur with the KL divergence penalty. By doing so, it promotes fairness in resource distribution 
across tenants and prevents the model from overfitting to the preferences of one tenant at the expense 
of others. The JSD-based regularisation also ensures that the learning process remains stable, which is 
especially crucial in multi-tenant environments where fair resource allocation is essential. 

In summary, by combining the multi-objective reward model with the JSD-based regularisation, the 
framework ensures that policy updates are not only SLA-compliant but also fair and balanced, ultimately 
leading to resolutions that equitably satisfy the intent of multiple tenants while maintaining trust in the 
system’s decision-making process. 

The proposed algorithm shown in Figure 23 integrates RLHF to optimize a pre-trained LLM for the 
purpose of resolving tenant intent conflicts in 6G networks. The optimisation process is designed to 
balance tenant preferences while ensuring alignment with SLAs and orchestration policies. The 
algorithm consists of three main steps: Supervised Fine-Tuning, Reward Model Training, and Policy 
Optimisation. 

In the Supervised Fine-Tuning step, the base LLM is fine-tuned to the specific domain of tenant intent 
conflict resolution using a demonstration dataset, 𝐷𝑑𝑒𝑚𝑜 .   This dataset consists of pairs of prompts and 
corresponding expert-provided resolutions for typical conflict scenarios encountered in 6G networks. 
Fine-tuning the model on this dataset enables it to learn the appropriate conflict resolution strategies 
for the domain, resulting in a domain-tuned model ℳ0. 

In the reward model training step, once the model has been fine-tuned, the next step involves training a 
reward model ℛ ,    to evaluate the quality of the LLM's outputs. The reward model is designed to assess 
how well the generated resolutions align with SLA compliance and fairness criteria. For each conflict 
scenario, multiple candidate outputs are generated by the fine-tuned model. These outputs are then 
ranked by human experts based on their alignment with predefined SLA policies, fairness 
considerations, and other relevant factors such as resource distribution and tenant business priorities. 
The ranked outputs form a reward dataset  𝐷𝑟𝑎𝑛𝑘 , which consists of the outputs along with their 
corresponding rankings. This dataset is used to train the reward model R, allowing it to predict a multi-
dimensional reward vector that quantifies the quality of future outputs based on SLA alignment and 
fairness. To transform these multi-objective reward vectors into actionable learning signals, we apply 
scalarisation techniques such as a weighted sum or Pareto optimisation. The scalarised reward allows 
the PPO algorithm to optimise the model based on a single reward signal, while still respecting the 
underlying multi-objective structure. The trained reward model R will guide the LLM in the policy 
optimisation phase to generate conflict resolutions that are not only optimal for the tenants’ preferences 
but also compliant with the SLAs and fairness guidelines. 
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Figure 23: RLHF-Based LLM for 6G Tenant Intent Conflict Resolution. 

In the final step, PPO is applied to optimise the fine-tuned model ℳ𝑜.     PPO is a reinforcement learning 
technique used to iteratively update the model's policy while maintaining stability and avoiding 
excessively large updates. This step ensures that the LLM continuously learns to resolve tenant intent 
conflicts in a manner that is fair, SLA-compliant, and aligned with tenant preferences. In this work, we 
modify the standard PPO process by replacing the -commonly used KL divergence penalty with the JSD. 
The JSD is a symmetric and bounded measure of divergence, which provides greater stability when 
comparing the updated policy to the reference policy obtained from the supervised fine-tuning phase. 

The process follows these steps: 

1. Conflict Sampling: A conflict scenario is sampled from the environment. 
2. Resolution Generation: The fine-tuned model ℳ𝑜 generates a resolution for the conflict scenario. 
3. Reward Calculation: The reward for the generated resolution is computed using the reward 

model R, which produces a multi-dimensional reward vector based on SLA compliance, fairness, 
business priorities, and other factors. 

4. Jensen-Shannon Divergence Regularisation: Instead of the KL divergence, we introduce a 
regularisation term based on JSD, which is computed between the updated policy’s output 
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distribution and the reference distribution. The JSD is symmetric and bounded, providing better 
stability during policy updates. It ensures that the new policy does not drift too far from the 
original model, encouraging gradual updates while maintaining balance across tenant needs. 

5. Policy Update: The PPO algorithm uses the calculated reward along with the JSD regularisation 
term to update the policy. The policy is optimised to better resolve conflicts in alignment with 
SLA requirements and fairness, while the JSD regularisation helps maintain the stability and 
fairness of the learning process. 

This iterative process is repeated for T iterations, with each step guiding the LLM to improve its conflict 
resolution strategy based on multi-dimensional rewards while ensuring stability through JSD 
regularisation. The output of the algorithm is an optimised LLM,  ℳ∗, that can resolve tenant intent 
conflicts in 6G networks by dynamically adapting to changing SLA requirements and ensuring fairness 
across multiple tenants.  

To validate the proposed RLHF-based approach for resolving tenant intent conflicts in 6G networks, we 
adopt a multi-step strategy combining synthetic data, expert evaluation, and KPI-driven assessment. 
Currently, we are using a synthetic dataset generated via open source LLM model to simulate diverse 
conflict scenarios and expert-like resolutions, but we will test other models such as Mistral or LLAMA . 
This enables initial validation of supervised fine-tuning and reward model training. In future phases, we 
plan to integrate more realistic data, including simulated traces from orchestration testbeds and expert-
labeled logs from network environments. Evaluation metrics include SLA adherence, fairness (e.g., Jain’s 
Fairness Index [26] ), reward signal alignment with expert rankings, generalization to unseen conflict 
types, and learning stability using Jensen-Shannon Divergence (JSD)[27] . Additionally, comparative 
studies between PPO with KL-divergence and PPO with JSD regularization [28] are performed to analyse 
learning behavior and convergence stability. While this deliverable outlines the validation design, 
complete experimental results will be provided in the next deliverable.  

3.2 XAI for Resource Conflict Resolution 

Besides addressing conflicts at the level of business intent, it is essential to address conflicts that may 
arise among ML agents acting within DMO resource management. Each ML agent is optimised to 
perform specific tasks, such as traffic management, interference control, etc. However, it must also 
coordinate with others to avoid conflicts, particularly when sharing critical resources such as radio 
spectrum or processing power.  Thus, decentralised orchestration and management approaches play a 
critical role in supporting the functionality of ML agents in network management. Although 
decentralised decision-making approaches enhance agility and reduce the risk of single points of failure, 
they also introduce challenges in managing resource conflicts and ensuring system-wide optimisation. 
ML agents rely primarily on localised information and may make suboptimal decisions that negatively 
impact network performance or escalate conflicts. Moreover, the dynamic and adaptive nature of 6G 
networks may further complicate the system, as ML agents must continually adjust to evolving network 
conditions, leading to potential clashes in behaviour. Thus, incomplete or inaccurate information can 
exacerbate these challenges, as agents may fail to fully understand each other’s actions or objectives.  

Traditional AI models often operate as “black boxes,” making it difficult for network operators to 
interpret or trust the decisions produced by these systems. On the other hand, understanding agents’ 
actions is particularly challenging when AI powers their decision-making. Therefore, in this context, 
Explainable AI (XAI) plays a pivotal role in enabling understanding, monitoring, and validation of the 
decisions made by autonomous agents. XAI encompasses various ML techniques designed to make AI 
decision-making processes more transparent and interpretable to humans. By providing insights into 
the rationale behind AI-driven actions, XAI enhances trust and facilitates the detection of anomalies, the 
resolution of conflicts, and network performance optimisation. 

Conflicts may arise at various levels whenever decision-making is performed using an ML-driven 
approach, depending on the time granularity with which ML agents act. Specifically, conflicts may arise 
as follows:   

• Horizontal conflicts among ML agents acting at lower protocol layers: Multiple agents may 
attempt to modify the same control parameters simultaneously or update different 
interdependent control parameters that ultimately affect the same network metrics. Such 
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uncoordinated actions can negatively impact network performance. For instance, an agent might 
adjust antenna tilt while another modifies cell offsets, resulting in operational inefficiencies. 
Additionally, ML agents rely on shared data, and inconsistencies in how they interpret or act on 
this data further contribute to conflicts. Resource competition, e.g., on processing power, 
memory, and bandwidth, exacerbates these issues, leading to ML agents’ underperformance and 
impact on overall network functionality.  

• Horizontal conflicts among ML agents acting at the upper protocol layer: Such conflicts 
arise particularly when overlapping services manage the same resources. These conflicts 
exacerbate priority differences, where one ML agent might prioritise low latency, while another 
focuses on maximising throughput. Moreover, since ML agents may be developed by different 
vendors, version mismatches and implementation inconsistencies can introduce compatibility 
issues.  

• Vertical conflicts between ML agents acting at different layers: Despite operating on 
different timescales, ML agents acting at different protocol layers may conflict with each other, 
as their performance frequently depends on the same data or resources. For instance, while a 
low-layer ML agent may prioritise latency-sensitive tasks, a higher-layer ML agent may optimise 
for long-term throughput, resulting in contradictory network commands. Mismatched 
interpretations of shared data can also lead to misaligned actions, while differences in interface 
standards or protocols between these applications can cause operational conflicts.  

Conflicts can then manifest in the following ways: (i) direct conflicts, i.e., multiple applications or 
controllers directly compete for the same control parameters or resources; (ii) indirect conflicts, i.e., 
applications independently adjust parameters that indirectly affect each other, leading to degraded 
KPIs; and (iii) implicit conflicts, i.e., different ML agents optimise unrelated metrics, which lead to 
unintended side effects. The dynamic nature of 6G networks amplifies the likelihood of conflicts, as 
network updates, configuration changes, and the introduction of new components can lead to 
resource allocation issues or degrade QoS. Timely conflict detection and resolution are therefore 
essential to maintaining optimal network performance.  

Within the project, we designed a conflict management module that follows three key processes: (i) 
detection, (ii) resolution, and (iii) avoidance. Conflicts are detected through KPI-based monitoring, 
which analyses performance metrics like throughput or latency. While effective for identifying 
performance issues, it is reactive and typically slow to respond. In contrast, the control message 
exchange method detects conflicts by analysing real-time communication between the radio 
interface components, providing faster detection. However, it can introduce coordination 
complexity, message overhead, and potential misinterpretations, making it less reliable in some 
cases. Once conflicts are detected, resolution is achieved by reconfiguring settings, reallocating 
resources, or applying AI/ML-based optimisations. Conflict avoidance uses historical data and 
patterns to proactively prevent conflicts.  

Existing approaches for conflict management can be broadly categorised into three main types: 
static, dynamic, and collaborative. 

• Static Conflict Management: Traditional methods rely on predefined rules, protocols, and 
policies tailored to resolve conflicts in predictable scenarios. They are relatively straightforward 
to implement and provide deterministic behaviour with minimal computational and 
communication overhead. However, they are limited in handling dynamic interactions or 
unpredictable events, as they lack the flexibility to adapt to changing network conditions or 
unforeseen dependencies. An example is the hybrid priority-optimisation scheme combining 
priority-based schemes with optimisation-based approaches to create a hybrid system where 
high-priority objectives are satisfied first, and remaining objectives are optimised afterwards.  

• Dynamic Conflict Management: It overcomes the limitations of static methods by adapting to 
changing network conditions through model-based and rule-based decision making. Techniques 
like graph-based schemes and AI/ML-driven strategies enable nuanced conflict detection and 
resolution. For instance, PACIFISTA [31]  combines statistical data from ML agents with 
hierarchical graphs to map relationships between control parameters and KPIs, enabling conflict 
resolution. Similarly, Model Predictive Control (MPC) integrated with ML enhances multi-
objective optimisation in dynamic systems like self-organised networks, predicting network 
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performance from historical data to resolve conflicts. Graph-based ML frameworks such as 
EXPLORA [32]  further advance conflict management by constructing attributed graphs over 
observation windows, enabling detailed insights into wireless behaviour through context 
encoding, hierarchical actions, and multi-modal control parameters. This transparency supports 
more robust Deep Reinforcement Learning (DRL)-based control agents. While dynamic 
strategies offer significant flexibility and adaptability, they face challenges in managing highly 
variable or complex scenarios due to computational overhead, the need for accurate real-time 
data, and potential latency in decision making. Nevertheless, they are essential to 6G AI-native 
networks where traditional methods fall short in addressing the demands of evolving and 
unpredictable environments.  

• Collaborative Conflict Management: It promotes cooperation among network components or 
agents to resolve conflicts. It emphasises shared decision-making and distributed intelligence, 
though challenges like synchronisation, scalability, and efficient information sharing can limit 
its performance in large-scale or dynamic environments. An example is team learning, such as 
the Deep Q-Learning-based method in [33] , where cooperating xApps optimise decisions. While 
effective for small-scale scenarios, this method struggles with scalability, as its decision logic 
must adapt to the number of cooperating ML Agents. A more advanced approach uses higher-
level controllers for global objectives and lower-level agents for localised decisions, effective in 
scenarios modelled as Partially Observable Markov Decision Processes (POMDPs). For example, 
in radio resource management, a POMDP in [34] helps minimise SLA violations by dynamically 
allocating resources at both upper and lower levels, improving efficiency and SLA compliance 
despite uncertainties. Another prominent example is federated learning (FL), which enables 
decentralised model training by allowing agents to train models locally while sharing aggregated 
updates through centralised or peer-to-peer architectures. A more advanced variant, Vertical 
FL, integrates hierarchical control to enhance responsiveness in dynamic environments. While 
collaborative conflict management is promising, it faces limitations such as synchronisation 
overhead, communication delays, and scalability challenges in methods like team learning. 
Despite this, it offers potential to address global and local network objectives while maintaining 
data privacy.  

In spite of the existing solutions, conflict management still poses relevant challenges as set forth 
below.  

• Pre-action Conflict Detection Limitations. The current pre-action conflict detection relies on 
basic operational data or user-provided dependency mappings, which may not capture the 
complexity of interactions among ML agents, potentially leading to false positives. AI/ML-driven 
methods for automating and refining these mappings could enhance detection accuracy.  

• Post-action Conflict Detection Limitations. Implicit and indirect conflicts are particularly 
difficult to detect in post-action conflict detection due to the absence of direct relationships 
between parameters. In post-action conflict detection, this challenge is compounded by latency, 
as conflicts can only be detected after the effects of ML agents’ actions are observed.  

• Scalability Issues. As the number of ML agents increases, existing conflict management systems 
may become overwhelmed. Research in scalable architectures and algorithms is needed to 
improve system efficiency as network complexity grows. 

• Computational Intensity of AI/ML-based Systems. Current conflict management systems, 
particularly those using AI/ML, may be computationally demanding. Developing lightweight, 
energy-efficient algorithms and utilising edge computing for localised conflict resolution can 
reduce resource usage. 

• Interpretability Issues with AI/ML Methods. XAI emerges as a much-needed solution, since it 
provides explanations of the why and how behind the taken actions. XAI also helps track how AI 
models learn and adapt over time, ensuring that, as new conflict scenarios emerge, the system 
resolves conflicts effectively. The integration of XAI to improve AI decision-making for resource 
allocation, anomaly detection, and adaptive policy management is underway [35] , though it has 
not yet specifically focused on conflicts between ML agents.  

The XAI4C Framework 
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Considering the above limitations, we have proposed an XAI-based conflict management framework 
designed to tackle the above challenges, which is named XAI4C (XAI for Conflict Management). XAI4C 
detects and mitigates conflicts by leveraging SHAP. SHAP is an XAI technique that quantifies each 
feature’s contribution to model outputs using Shapley values from cooperative game theory. Unlike 
traditional methods relying on statistical analysis or control message exchanges, XAI4C captures 
complex interactions among KPIs, supports real-time conflict detection, and enables continuous 
refinement of control policies. Furthermore, XAI4C addresses key challenges of the existing conflict 
management systems, i.e.,  

• Interpretability Issues with AI/ML Methods: XAI4C addresses the “black-box” nature of AI models 
by providing detailed, actionable explanations.  

• Computational Intensity of AI/ML-based Systems: XAI4C incurs low computational overhead by 
using SHAP, which efficiently calculates feature contributions without needing extensive 
training or simulations. This makes it faster and less resource-intensive than AI/ML-based 
methods.  

• Scalability Issues: XAI4C’s modular and distributed architecture efficiently adapts to large-scale 
deployments. SHAP also leverages approximations, such as kernel SHAP, to balance accuracy 
and efficiency, and supports parallel computation, further enhancing its scalability.  

• Post-action Conflict Detection Limitations: XAI4C enables granular analysis of how applications 
influence KPIs, identifying conflicts and ensuring quicker resolution. By providing real-time 
feedback on parameter contributions via SHAP explanations, it accelerates conflict detection, 
improving the efficiency of post-action conflict resolution without relying on long-term effects 
or extensive data analysis.  

According to XAI4C, each ML agent employs SHAP-based explainability tools to compute SHAP values, 
providing real-time insights into decision-making processes. These insights allow for the detection of 
potential conflicts arising from misaligned objectives of ML agents with minimal communication 
overhead. The XAI4C framework consists of two modules (see Figure 24): Conflict Detection and Conflict 
Mitigation. Conflict detection identifies conflicts by analysing how ML agents' decisions impact KPIs 
when performance degradation is observed. If the conflict originates among ML agents, the mitigation 
module resolves it by adjusting the configurations of the ML agents involved. This localised, real-time 
approach ensures that network performance remains stable. The framework addresses long-term 
conflicts among ML agents by incorporating SHAP-based analysis to interpret AI/ML outputs and 
monitor KPI trends over time, which offer insights into possible conflicts.  

 

Figure 24 Architectural design of XAI4C targeting the RAN LMO configuration 

The analysis of KPIs is built upon several key parameter sets. 

• S: set of network operational condition parameters (s∈S), like number of users, network load, 
average signal-to-noise ratio (SNR), and active applications in the system. 

• K: set of KPIs (k∈K) like latency and throughput. 
• P: set of controllable network configuration parameters (p∈P), like allocation of radio resource 

blocks (RB) and modulation coding schemes (MCS). 
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• A: set of active applications (a∈A).  

The system records SHAP value distributions x(s,a) for all KPIs k∈K and network configuration 
parameters p∈P under each condition s. These SHAP values provide insights into the contribution of 
each parameter to the network performance. SHAP values are calculated using a perturbation-based 
method, where each feature is altered while others remain at baseline. The model’s responses to these 
changes are compared to the baseline, quantifying each feature’s impact on performance and providing 
insights into how configuration changes affect overall outcomes.  

XAI4C conflict management is then designed to handle conflicts. For horizontal lower-layer conflicts, the 
system continuously monitors KPIs such as RB utilisation, SNR, and latency, while incrementing the 
monitoring window index (N’). SHAP values are calculated to determine the contribution of individual 
parameters to KPI degradation. If KPI degradation is detected, the conflict detection module is activated. 
The latter identifies a set of network conditions s’ that are operationally similar to s’’. SHAP values, 
denoted by x(s’, a), ∀s’, are computed to analyse how various factors contribute to the KPI degradation. 
Thereafter, SHAP distance between s and s’’ is calculated as:  

Sd = |x(s,a)−x(s’’,a)| 

This metric aims to reveal if conflicts introduce significant behavioural changes in the ML agent across 
the KPIs under the new condition s’’ compared to the baseline condition s. SHAP distance values are also 
used to train a classifier, which evaluates whether the SHAP values x(s’’, a) for the KPIs indicate conflicts 
among ML agents or external environmental factors. For conflicts among ML agents, the conflict 
mitigation module is activated, and the system identifies the parameter with the highest SHAP distance 
and adjusts the offset or configuration of the ML agent controlling that parameter. These targeted 
adjustments are implemented in subsequent monitoring windows to restore network performance.  

The framework also monitors broader KPIs, like throughput, SLA adherence, and long-term energy 
efficiency, while incrementing the monitoring window index (N’). When KPI degradation is detected, the 
conflict detection module analyses SHAP distances to determine the origin of the conflict. If the SHAP 
analysis indicates that the degradation is caused by conflicting objectives among ML agents, then the 
conflict mitigation module is activated, and the system adjusts the overlapping goals of the ML agents 
controlling the parameters with the highest SHAP distances. These adjustments are designed to align 
ML agent policies. If the degradation stems from interactions between ML agents, the framework 
activates a global optimisation module to align low-layer ML agents’ actions with higher-layer ML 
agents’ policies. This process ensures that the objectives of both types of ML agents are harmonised, 
preventing further conflicts.  

This two-tiered conflict management provides a clear division of responsibilities. Also, by leveraging 
SHAP-based insights at different levels, the system ensures efficient, adaptive conflict resolution and 
long-term network resilience. We addressed the challenges posed by AI-driven, dynamic network 
management by proposing a framework that can effectively handle conflicts among various ML-enabled 
decision makers. Specifically, our XAI4C framework tackles these challenges by using SHAP-based XAI 
to provide a scalable and reliable solution for detecting conflicts and ensuring more efficient network 
operations. The next steps will consist in simulating the XAI4C solution within a reference architecture 
and in assessing its performance for relevant use cases and in a scenario where different ML-driven 
services need to be executed. Simulation results validating the XAI4C framework will be included in the 
next deliverable. 
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4 Knowledge, Observability, and Training  
The performance of the intent lifecycle management process described above heavily relies on the 
adopted LLM models and network knowledge representation to accurately and efficiently convert high-
level intents from vertical users into lower-level implementations in network devices. Therefore, in this 
chapter, 6G-INTENSE proposes several framework solutions to address some major challenges, such as 
privacy, cost, resource demands, performance monitoring, and pre-emptive adaptation to boost the 
performance of the proposed architecture. 

In section 4.1, high resource demands and carbon footprint have become challenging in our current 
systems. Collaborative inference allows edge devices to share computational workloads using 
pretrained models, though it often increases energy and bandwidth use. Tasks like multi-point 
localization of user equipment (UEs) add to this burden with overlapping data streams. This section 
discusses the 6G-INTENSE project's approach to sustainable collaborative inference, adapting to varying 
tasks and resource conditions. The Collaborative Inference Manager will be deployed at an edge node 
by the Local Management Office (LMO) to support these tasks. 

In section 4.2, a scalable LLMOps framework is introduced for managing LLM-based agents within the 
6G-INTENSE platform, aligned with the multi-agent, intent-driven AI architecture from Chapter 3. The 
framework aims to automate tracking, versioning, deploying, and monitoring LLMs across Cloud, Edge, 
and Deep Edge infrastructures, ensuring efficient intent processing with high accuracy, low latency, and 
continuous improvement from real-time feedback. It also reviews recent MLOps and LLMOps 
advancements, highlighting the need for solutions that support distributed, multi-agent orchestration 
of LLMs in 6G systems and addressing current platform limitations. 

In section 4.3, Spatio-Temporal Graph Neural Networks (STGNNs) are employed through its Native AI 
toolkit within the DMO for Intent Lifecycle Management. By integrating spatial and temporal data with 
service requirements, STGNNs predict resource usage to ensure Service Intents and maintain Quality of 
Service (QoS). The framework proactively evaluates SLAs by using historical data to train models and 
forecast needs, assessing resource availability and triggering re-orchestration if necessary. Applicable 
across domains like RAN, edge, and cloud, it aids in Resource Intent feasibility and provides essential 
reports. Graph Neural Networks (GNNs) enhance decision-making for tasks like traffic and resource 
prediction, ensuring scalability and adaptability in 6G networks. 

4.1 Split computing and collaborative inference solution at the edge  

AI and ML are set to play a pivotal role in shaping efficient and sustainable next-generation 
communication networks and services. However, the substantial resource demands and associated 
carbon footprint of these technologies remain major obstacles to their seamless integration into 
communication network ecosystems. Collaborative inference has emerged as a promising solution for 
enabling resource-constrained edge devices to perform decision-making and inference using pretrained 
models by distributing the computational workload. However, implementing such distributed inference 
paradigms often incurs substantial communication overhead, leading to increased energy and 
bandwidth consumption. In addition, certain inference tasks, such as multi-point localisation of user 
equipment (UEs), may be shared between multiple devices, each contributing a correlated stream of 
input data to enhance accuracy or robustness. These data streams often exhibit significant redundancy 
or overlap, further compounding the communication burden. 

In this subsection, we focus on how distributed inference at the edge will be addressed in 6G-INTENSE. 
The goal is to provide a solution for sustainable collaborative inference, adapting to varying tasks and 
resource conditions, such as available bandwidth, processing power, and energy constraints. The 
proposed solution, called Collaborative Inference Manager, will be deployed at an edge node by the LMO 
responsible for an Edge technological domain, where inference tasks that could benefit from 
collaborative inference need to be supported (see Figure 25). 
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Figure 25: Example of a DNN partitioned among collaborating edge nodes by the CIM as a result of an inference 
service request by the LMO. 

4.1.1 Collaborative inference and distributed data fusion 

The proposed solution will support two forms of cooperation among edge nodes to support inference 
tasks: collaborative inference and data fusion. Collaborative inference and data fusion are both 
distributed AI techniques involving cooperation among multiple entities, but they serve different 
purposes. 

Collaborative inference involves multiple devices working together to perform inference tasks, often 
dynamically, based on the available resources. The goal is to optimise inference performance, resource 
usage, and reliability through joint processing across multiple nodes. State-of-the art collaborative 
inference approaches may involve model partitioning (split computing), model compression, or model 
parallelism strategies[36] : 

• Split computing aims at distributing the computation of a pretrained ML model across multiple 
devices, enabling efficient inference by leveraging shared processing resources.  

• Model compression reduces the size and computational cost of neural networks for efficient 
deployment, especially on edge devices. Two key techniques are knowledge distillation, which 
trains a smaller model to replicate the behaviour of a larger one, and pruning, which removes 
redundant weights or neurons to simplify the network. These methods help maintain 
performance while lowering resource demands, making them well-suited for collaborative 
inference. 

• Model parallelism techniques, such as edge ensembles, distribute different models or model 
components across multiple edge devices that process data independently and in parallel. Unlike 
split computing, where a single model is partitioned across devices to sequentially complete 
inference, edge ensembles run multiple full or partial models simultaneously and aggregate their 
outputs, often through voting or averaging, to enhance accuracy, robustness, or fault tolerance. 

In contrast, data fusion is the process of combining correlated input data from multiple sources to 
enhance the quality and robustness of a single inference task. These data sources may be fused at 
different stages of the inference pipeline, each offering different trade-offs in terms of complexity, 
flexibility, and performance: 

• In early-fusion strategies, multiple raw data sources are combined into a single input before 
being fed into the model. 

• In intermediate-fusion strategies, multiple data sources are processed separately through the 
initial layers of the model, producing intermediate feature representations that are then 
extracted and fused before further inference. 

• In late-fusion strategies, each data source is processed independently through its own inference 
model, and the resulting decisions are then combined. 
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While collaborative inference distributes the model execution, data fusion distributes the data input, 
and both can be used complementarily in resource-constrained and multi-device environments where 
multiple correlated input streams are available. 

In this context, our solution advances the state of the art by: 

• Jointly leveraging split computing and data fusion as complementary forms of cooperation 
among edge devices to support distributed inference tasks. 

• Introducing selective collaborative inference schemes, a novel class of strategies that 
combine data fusion with model partitioning. These schemes aim to reduce redundancy in 
correlated input streams and minimize resource usage. Each device independently decides 
whether to participate in the inference process based on shared contextual information. 

• Deploying a centralized controller module, the Collaborative Inference Manager, at the 
edge. This module integrates both state-of-the-art and novel collaborative techniques to 
dynamically determine which devices should collaborate and how, based on the current 
network conditions and inference requirements. 

4.1.2 Collaborative Inference Manager 

Once deployed within an edge network domain, the Collaborative Inference Manager would perform the 
following tasks: 

• Receive requests to deploy collaborative inference services from the LMO, with a given set of 
requirements. 

• Collect contextual information characterising the network entities and their capabilities. 

• Determine which collaboration scheme and data fusion technique will make inference possible, 
given the resource-constrained nature of devices. 

• Decide which, among multiple streams of potentially redundant input data should be fused and 
at which stage of the inference process. 

• Decide which devices and network entities should be involved in the inference processes. 

• Decide how many resources, such as entities, should be devoted to such tasks. 

• Share the necessary knowledge (e.g., model partitions, etc.) among the network entities that 
would need to carry out inference. 

The design of the Collaborative Inference Manager, as well as selective collaborative inference 

strategies will be further detailed and validated in the deliverable 3.3. 

4.2 LLMOps  

In alignment with the multi-agent, intent-driven AI architecture defined in Chapter 2 of this document, 
this section focuses on the establishment of a lightweight but scalable LLMOps framework to facilitate 
the lifecycle management of LLM-based agents used across the 6G-INTENSE platform. The goal is to 
create a structured and automated process for tracking, versioning, deploying, and monitoring LLMs 
across heterogeneous infrastructures (Cloud, Edge, Deep Edge). This framework will enable efficient 
handling of LLM-based intent processing, ensuring high accuracy, low latency, and continuous model 
improvement based on real-time performance feedback. 

4.2.1 Overview and enhancements over State of the Art 

Recent developments in MLOps[44]  and LLMOps have focused on enabling structured management of 
ML models throughout their lifecycle, particularly in cloud-native environments. Tools like MLflow and 
Kubeflow Pipelines offer capabilities such as experiment tracking, model versioning, and reproducible 
deployment. These platforms are used for supervised learning workflows, but support for LLMs and 
cross-domain deployment on heterogeneous infrastructure (Cloud, Edge, Deep Edge) is still in early 
stages. Specialized platforms for LLM lifecycle management (e.g. Weight&Biases) provide metrics 
tracking, prompt management, and fine-tuning pipelines. However, these solutions generally target 
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centralized deployments and do not natively support distributed, multi-agent orchestration of LLMs, 
which is necessary in intent-based 6G systems. On the federated learning side, frameworks such as 
Flower[45]  have made progress in distributed model training and personalization. These platforms 
have been historically tailored more toward small-scale models, image classification, and mobile or IoT 
clients and lack native support for LLM fine-tuning, infrastructure-aware deployment, and real-time 
performance feedback, which are essential requirements in 6G-INTENSE. 

The LLMOps framework in 6G-INTENSE is designed to extend and surpass current state-of-the-art 
approaches by addressing key gaps in deployment scope, domain-specific integration, and adaptive 
orchestration. More specifically: 

• It supports intent-aware, multi-agent LLM orchestration across heterogeneous infrastructures 
(Cloud, Edge, Deep Edge), not just centralized environments. 

• It integrates real-time performance constraints, including accuracy, latency, and SLA 
compliance, into model versioning and deployment decisions. 

• It provides domain-aligned metadata tagging for LLMs (e.g., associating LLMs with telecom use 
cases, deployment context, and TM Forum-compliant intent schemas). 

• It is aligned with 6G-native principles by incorporating AI lifecycle management within network 
infrastructure and making performance and runtime information about deployed LLMs 
accessible to AI agents for feedback loops. 

• It is designed for integration with emerging federated fine-tuning frameworks for LLMs, which 
are being actively explored in recent FL research[46] . 

4.2.2 Solution Description 

As mentioned in Chapter 2, LLMs are used at various stages of the Intent Lifecycle. These LLMs require 

lifecycle management capabilities, including: 

• Metadata cataloguing for traceability and selection. 

• Infrastructure-specific optimization for deployment in Cloud, Edge, or Deep Edge 

• Performance monitoring (accuracy, latency, hallucination rates, drift) 

• Version management and rollback 

Mlflow [2] will be used as the core platform for managing the lifecycle of LLMs used for intent translation 

and execution. Mlflow will provide version control, metadata tracking, and performance monitoring, 

enabling the system to dynamically select and adjust LLMs based on infrastructure and service 

conditions. MinIO [3] will be used for the scalable storage of model artefacts and metadata.  This solution 

will allow management of multiple LLM variants and monitoring of their performance. 

The LLMOps framework will focus on three areas: 

• ML Model Repository: Creating a centralised system to capture LLM metadata and cataloguing 
services. 
To support LLM lifecycle management, ICOM will establish a centralised ML model repository 
using Mlflow to store and manage LLM-related data and metadata. The repository will serve as 
the foundation for dynamic model selection and versioning. The repository will store model 
metadata, performance data, deployment environment (e.g., infrastructure type, GPU/CPU 
allocation, memory and storage requirements), and policy and constraints (e.g., SLA targets, 
compliance requirements, resource availability). More specifically: 

 Mlflow Model Registry will be configured to store and version LLM models.  Mlflow 
Model Registry also provides model lineage, i.e., which Mlflow experiment and run 
produced the model. 

 Artefact storage: Model artefacts and performance logs will be stored in MinIO for 
scalable storage and redundancy. Metadata will be logged using Mlflow Tracking, 
enabling quick model comparison and retrieval. Mlflow Tracking will log the LLM 
outputs, including suggested network configuration, deployment parameters, and 
expected performance benchmarks. 
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• Adaptive Model Versioning and Mapping: Enabling dynamic model selection and deployment 
based on infrastructure and service requirements. Mlflow will match the best-performing LLM 
to the intent type and infrastructure, and if a more efficient model is available, the system will 
automatically switch. Mlflow Model Registry will store multiple LLM versions and facilitate real-
time switching. MinIO will store deployment logs and model artefacts. 
The adaptive mechanisms will allow the system to dynamically select and deploy the most 
suitable LLM version based on: 

 Real-time performance constraints (e.g., latency, accuracy) 
 Model success rate for specific intents 
 Resource availability and system load 

• Performance Monitoring and KPI Tracking: Setting up monitoring processes to track KPIs and 
adjust LLM deployment.  
We will set up monitoring processes using Mlflow Tracking and (optionally) Prometheus to: 

 Capture and log model performance metrics in real time 
 Monitor model drift and accuracy drops 
 Track system-level KPIs (e.g., resource load, energy consumption) 
 Provide automated rollback if performance degrades 

Mlflow Tracking will store performance logs and identify model drift and Prometheus will 
provide real-time alerts for SLA violations. If performance drops below predefined thresholds, 
the system will: 

 Trigger automatic model retraining (if necessary). 
 Switch to a more efficient LLM version. 
 Adjust network and compute allocation dynamically. 

Model drift and lifecycle adaptation are other aspects that Mlflow will manage. If the LLM’s 
performance degrades over time due to changes in network conditions or infrastructure, 
Mlflow’s versioning and metadata tracking will ensure rollback capability and Knowledge Base 
will store the updated performance benchmarks. 

4.2.3 Architecture 

The LLMOps solution will consist of the following three functional layers: 

Model Registry & Metadata Tracking: this layer stores LLM versions, metadata, model lineage, 

associated domains and infrastructure tags. The technologies used in this layer are:  

• Mlflow Model Registry is used to register and manage different versions of each model and 
control their lifecycle stages (e.g., “Staging,” “Production”). 

• Mlflow Tracking, used to log training parameters, evaluation metrics (e.g., translation accuracy, 
hallucination rate), dataset references, and model lineage (i.e., which experiment or run 
produced which model). 

The layer supports cataloguing of infrastructure-specific metadata (e.g., deployment targets), enabling 

precise traceability and reproducibility across the heterogeneous 6G compute environment. 

Deployment Mapping & Model Optimization: this layer maintains tags and configurations for pruned, 

quantized, or adapted model versions; enables model-to-infrastructure alignment.  This layer uses 

Mlflow’s model tagging functionality to annotate and organize optimized LLM versions for 

infrastructure-aware deployment, while MinIO handles the associated artifact storage 

Monitoring & Feedback Loop: this layer tracks live performance of LLMs and logs KPIs such as 

inference time, failure rates, and output compliance with TM Forum schemas. For example, this layer 

can alert if intent parsing latency exceeds threshold and trigger a version switch or retraining. The 

technologies used in this layer are Mlflow Tracking and (optionally) Prometheus. 

The LLMOps framework will interoperate with the Native AI Toolkit by: 
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• Supporting the Intent Translation pipeline (Retriever tool, NSD Generation and Validation tool 

mentioned in Section 2.1.1). 

• Storing and exposing LLM versions. 

• Monitoring model KPIs to ensure SLA compliance. 

• Logging failure cases and inference metrics to the Knowledge Base, assisting in future few-shot 

learning and RAG pipelines (Section 2.1.3). 

The proposed architecture follows modern MLOps practices used in large-scale intent-based systems 

and federated AI deployments. Mlflow is an established open-source platform for model tracking and 

deployment, and has proven integration with Kubernetes, TensorFlow, PyTorch, and RESTful APIs. Its 

flexibility enables it to support both centralized and decentralized LLM versioning strategies. Similarly, 

MinIO provides scalable object storage compatible with S3 APIs and integrates easily with Mlflow for 

artifact and metadata storage. 

This infrastructure ensures that the 6G-INTENSE platform can maintain a flexible and reliable LLM 

backbone while minimizing operational overhead. 

As the operational needs of the 6G-INTENSE platform evolve, the LLMOps framework will be 

incrementally adapted to accommodate emerging requirements, additional performance indicators, and 

integration patterns, ensuring continued support for reliable, context-aware, and scalable intent 

processing. The next deliverable D3.3, will include the updated version of the LLMOps framework and 

performance evaluation results. 

4.3 Spatio-Temporal prediction framework for SLA Compliance using 
STGNNs  
6G-INTENSE integrates Spatio-Temporal Graph Neural Networks (STGNNs) through the Native AI 
toolkit, particularly in the DMO used for Intent LCM. By leveraging service requirements along with  
spatial and temporal information, we use STGNNs for the prediction of resource consumption, 

correlated with neighbouring nodes. The purpose for acquiring the knowledge of the future resource 
consumption, is to ensure compliance with the Service Intents, which directly interprets to maintaining 

Quality of Service (QoS).  

Service Intents are interpreted as service requirements or SLAs. Our framework aims to proactively 

assess if these service intents can be fulfilled or not through the following procedure: First, our 
framework receives historical resource consumption data via the NCF NBI. Next, this data is used to 
train our model, enabling it to predict resource consumption in the upcoming timestep. Once the 

predicted resource consumption in the upcoming timestep is configured, the proposed framework 

evaluates whether the available resources do suffice to meet the SLA. Therefore, the primary objective 
of the proposed framework is to identify potential SLA violations based on predicted resource allocation. 
If a possible SLA violation is identified, a resource re-orchestration process should be initiated to 
address and prevent this issue.   

It has to be noted that that the notion of the DMO aims at managing systems that can handle different 

technological domains. Thus, our predictive framework can be applied to any resource domain that is 
coordinated by the NCF, i.e. the Radio Access Network (RAN), edge, cloud etc. A key prerequisite is the 
preprocessing of spatially correlated data inherent in these domains. By incorporating STGNNs through 
the Native AI toolkit, the framework achieves proactive resource management through spatio-temporal 

resource prediction. The purpose of the framework it is to help evaluate the feasibility of deployment of 
a Resource Intent. Moreover, by proactively predicting resource availability, the framework supports 

the aiding of reports and feasibility to intent owners. This approach enables early determination of 

whether a service intent can be fulfilled and, consequently, whether future SLA compliance will be 

maintained. 
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GNNs are deep learning models designed to process graph-structured data by capturing dependencies 
between nodes. Unlike traditional methods, they excel in handling dynamic, heterogeneous, high-
density structures, making them suitable for application in 6G networks. By leveraging network 

topology, GNNs enhance data-driven decision-making for tasks like traffic and resource prediction while 
ensuring scalability and adaptability. 

The most popular paradigm for learning on graph structured data is GNNs. To handle and interpret 
graph structure, GNNs learn a function hu = GNN(u,G;p) where G is the Graph, V is the set of nodes, u ϵ V 
and p is a set of trainable parameters. GNNs rely on a local computing technique known as the message 

passing mechanism. Formally, a feature vector hu that is iteratively updated by aggregating the features 
of its nearby nodes contains the information associated with a node u. Given enough iterations, the node 

feature vector can be used to classify the nodes or the entire graph. Specifically, the output of the k-th 
layer of a message passing GNN is: 

ℎ𝑢
𝑘 = 𝐶𝑂𝑀𝐵𝐼𝑁𝐸(𝑘)(ℎ𝑢

𝑘−1𝐴𝐺𝐺𝑅𝐸𝐺𝐴𝑇𝐸(𝑘)(𝑥𝑢
𝑘−1, 𝑢 ∈ 𝑁[𝜋])   (1) 

where AGGREGATE(k) is a permutation invariant function that aggregates the node features from the 
neighbourhood N[u] at the (k-1)th iteration and COMBINE(k) is a function that combines the features of 

the node u with those of its neighbours. Permutation invariant operations like mean, max-pooling, and 

sum are frequently used in the aggregation step. These procedures guarantee that the final aggregated 
representation is independent of the node ordering[47] [48] . 

GNNs can be used in forecasting architecture to spread information through the spatial dimension. 
Graph representation offers an efficient way to express spatial dependencies. These models have several 

advantages over standard multivariate models because they incorporate inductive biases that are 

common in graph deep learning. In fact, by conditioning on observations at neighbouring nodes, a 
shared set of learnable weights is used to obtain predictions for each time series. In time series 
forecasting applications, STGNNs have proven to be successful, outperforming conventional univariate 
predictors in several scenarios [49]  [50]  . These architectures learn a single inductive model to predict 

any number of input time series, each linked to a graph node, by utilising relational inductive biases and 
graph structures. Recurrent GNNs were among the first STGNNs to be developed for time series 

processing. Fully convolutional models and attention-based solutions came next[51] . 

Graph Attention Networks (GAT) were introduced in [52]  an attention-based architecture to perform 

node classification of graph-structured data. The idea is to compute the hidden representations of each 

node in the graph, by attending over its neighbours, following self-attention strategy. The attention 
mechanism can be regarded as implicitly assigning different convolution kernel parameters to each 
node [50] . In [50] , a Time-Series Similarity-Based Graph Attention Network (TSGAN) is proposed, 

which integrates Dynamic Time Warping (DTW) for spatial information and graph attention networks 
for temporal analysis. TSGAN utilizes DTW to calculate spatial similarity between cell traffic, while 
employing graph attention networks to predict cellular traffic considering varying similarities among 
adjacent cells. 

4.3.1 The Employed Methodology 

Our implementation focuses on one case study in which we consider the required resources to fulfil a 
service request as the bandwidth resources, and our system model is a RAN with Base Stations (BSs) 
and User Equipment (Ues). An STGNN model is utilised for spatio-temporal resource prediction in the 
RAN domain. Through the prediction of resource occupancy, we achieve a representation of the systems 
potential future resource occupancy profile that is close to the actual resource occupancy profile that 
will occur as well as better proactive resource management by minimizing the potential under-
provisioned and under-utilised resources. Under-provisioned resources occur when insufficient 
resources are allocated, leading to service degradation, while under-utilised resources involve wasted 
capacity; both situations reduce network efficiency and should be mitigated to ensure optimal 
performance and cost-effectiveness. 
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The implementation leverages the dat57ssetat is described in the paper presented in [53] . This dataset 
contains emulation data of three traffic classes (eMBB, mMTC, and URLLC) mapped to three network 
slices. In our proposed framework, each slice serves requests of two service classes; the resource 

requirements of the underlying service classes correspond to the type of each slice, e.g., the eMBB 
service classes are highly bandwidth demanding. The emulation setup includes seven software-based 

stations and 42 users, which are connected based on a specific topology. The uplink bit rate is utilised 
and considered as the occupied resources. The objective is to predict the occupied resources in order to 
calculate the available resources for each slice.  

From the complex emulation dataset that combines different scheduling policies, trainings, and 
experiments, we utilise the one case that occurs from the following combination of the aforementioned 

characteristics: the first scheduling policy, training twenty-two, and the first experiment. Each timestep 
corresponds to approximately 250 milliseconds, which we aggregate to one-second intervals. After the 

aggregation, each node contains approximately 530 timesteps. Nodes 30, 32, and 34 are removed (each 
corresponding to a different slice) since their total resource consumption was zero. This leads us to 
approximately 20.600 time-steps in total. To enhance the quality of our dataset, we remove the outliers 
using Inter Quartile Range method (IQR) and apply Simple Moving Average (SMA) for smoothing with a 

window size of four timesteps. 

Under-provisioning and under-utilisation are mitigated through the improved predictions enabled by 

the STGNN. The prediction of the future occupied resources leads to better resource management and 
orchestration. Finally, we create the adjacency matrix that occurs from the aforementioned graph 

structure and connect the nodes with the time-dependent resource consumption features, i.e., the uplink 
bit rate. Our approach differs from others, since the connection between the nodes is made based on the 

actual topology of the network and the capability of informational flow, and not based on the similarity 
between the nodes. 

For the creation of our spatio-temporal dataset, we utilise the torch spatio-temporal library [54] . We 
scale our dataset using the MinMax scaler and use a window of size 4 and a horizon of size 1. Our dataset 
is split into training, validation, and test sets of sizes 70%, 10%, and 20%, respectively. To leverage the 
graph structure of our dataset and include relational information in our predictions, we utilise the 

advantages that the STGNNs provide. We predict per-node resource occupation and calculate per-slice 

resource occupation while including neighbouring and temporal information. 

Our model architecture consists of an encoder and a decoder block. The encoder block is comprised of 
a linear encoding that projects the input features into a latent space, followed by a node embeddings 
block that captures the static node-specific attributes. In addition, the encoder includes aggregation 

regarding the temporal features of the graph that occurs through the Gated Recurrent Unit (GRU) layer, 
and spatial aggregation is applied through the GAT convolutional layer. 

The GRU layer processes each node’s time series independently, and the GAT layer models the 
neighbouring relationships of the node by using their temporal summaries that occur from the 

intervening hidden layers. The decoder block applies GRU decoding to enhance the temporal 

information of the nodes after spatial aggregation and is followed by a linear output projection that 

provides the one-step forecast for each node. Regularisation is applied through the addition of dropout 
layers after encoding and after the GAT layer to prevent overfitting. 

4.3.2 Numerical Results 

The objective of our numerical analysis is to showcase the predictive capabilities of the implemented 
STGNN. We aim to utilise these predictions in the future to achieve SLA compliance. To showcase the 
advantages of our method, we have implemented a Long Short-Term Memory (LSTM) as a non-graph 
benchmark model. LSTM considers only the temporal information, omitting the neighbouring 
information, in contrast to STGNN. The LSTM is trained and tested on all the node timeseries separately, 
the results are extracted from the average of the metrics. The metrics used for the evaluation of our 
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models are the Mean Absolute Error (MAE), Mean Squared Error (MSE), and the Root Mean Squared 
Error (RMSE). 

We also evaluate and compare our model through the calculation of the under-provisioned and under-
utilised available resources. In particular, the available resources are defined as: “available resources = 
total resources – occupied resources”. In the same manner, it is considered that when it stands that: 
“actual available resources < predicted available resources”, it entails that the actual available resources 
are less than the predicted available resources. Consequently, the resources assigned to the users are 
less than those predicted, leading to possible under-provisioning. On the contrary, when “actual 
available resources > predicted available resources”, the actual available resources are more than those 
predicted, which means that some of the resources will remain unexploited, leading to resource under-
utilisation. 

Both models are compared and evaluated using the MAE loss function. They are trained for 100 epochs, 
with Adam optimiser and a learning rate of 0.001. Early stopping is applied to avoid overfitting with a 
patience of 10 epochs. We use relative terms to distinguish the improvement in the reduction of the 
average Under-provisioning and average Under-utilisation. More specifically we calculate the percentage 
of improvement using the following formula. 

𝑈𝑛𝑑𝑒𝑟_𝑢𝑡𝑖𝑙𝑖𝑧𝑎𝑡𝑖𝑜𝑛𝑃𝑒𝑟𝑐𝑒𝑛𝑡𝑎𝑔𝑒 =
𝑈𝑛𝑑𝑒𝑟_𝑢𝑡𝑖𝑙𝑖𝑧𝑎𝑡𝑖𝑜𝑛𝐿𝑆𝑇𝑀 − 𝑈𝑛𝑑𝑒𝑟_𝑢𝑡𝑖𝑙𝑖𝑧𝑎𝑡𝑖𝑜𝑛𝑆𝑇𝐺𝑁𝑁

𝑈𝑛𝑑𝑒𝑟_𝑢𝑡𝑖𝑙𝑖𝑎𝑡𝑖𝑜𝑛 𝐿𝑆𝑇𝑀
 × 100 % 

 

𝑈𝑛𝑑𝑒𝑟_𝑝𝑟𝑜𝑣𝑖𝑠𝑖𝑜𝑛𝑖𝑛𝑔𝑃𝑒𝑟𝑐𝑒𝑛𝑡𝑎𝑔𝑒 =
𝑈𝑛𝑑𝑒𝑟_𝑝𝑟𝑜𝑣𝑖𝑠𝑖𝑜𝑛𝑖𝑛𝑔𝐿𝑆𝑇𝑀 − 𝑈𝑛𝑑𝑒𝑟_𝑝𝑟𝑜𝑣𝑖𝑠𝑖𝑜𝑛𝑖𝑛𝑔𝑆𝑇𝐺𝑁𝑁

𝑈𝑛𝑑𝑒𝑟_𝑝𝑟𝑜𝑣𝑖𝑠𝑖𝑜𝑛𝑖𝑛𝑔 𝐿𝑆𝑇𝑀
×  100 % 

Where the under-utilisation percentage reveals the relative percentile improvement in terms of under-
utilised resources that the STGNN model offers compared to the LSTM model and the under-
provisioning reveals the relative percentile improvement of the STGNN model compared to the LSTM 
model in terms of under-provisioned resources. We leverage the aforementioned relative formula and 
conclude that in the case of the under-utilisation, we observe a 6.2% improvement in the predictions of 
the STGNN model compared to the predictions of the LSTM model, i.e., 6.2% less under-utilised 
resources on average. In the case of under-provisioning, we observe a 9.7% improvement in the 
predictions of the STGNN model compared to the predictions of the LSTM model, i.e., 9.7% less under-
provisioned resources on average. This indicates that the utilisation of STGNN results in more accurate 
predictions of the available resources, and therefore in better proactive resource management and 
orchestration. 

From our results presented in Table 2, we can conclude that the prediction of the STGNN model 
surpasses the predictions of the LSTM model, considering the traditional metrics. Table 3 enforces this 
claim through the metrics related to SLA compliance (i.e., resource under-utilization and resource 
under-provisioning). This leads us to deduce that the neighbouring information that is offered by the 
STGNNs leads not only to more accurate predictions of the resource consumption but also to better 
proactive resource management in general. 

Table 7: Evaluation metrics of the DL models. 

Models MAE MSE RMSE 

LSTM 0.090 0.013 0.111 

STGNN 0.035 0.004 0.063 

Table 8: Evaluation metrics of the network performance.  

Metric Relative improvement 

Under-provisioning (avg) 9.7% 

Under-utilisation (avg) 6.2% 

Therefore, it is inferred that the utilization of DL models that incorporate the knowledge of the 
network’s topology, such as the STGNNs, has a significant impact on improving vital performance 
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metrics like the resource under-utilization and the resource under-provisioning. The predictions that 
the STGNNs provide are aimed to be utilised in a proactive resource management framework with the 
purpose of SLA compliance. This framework will incorporate the predictions about the anticipated 
number of occupied resources in order to ensure SLA compliance for new users requesting service. We 
will harness this knowledge to calculate the resources that are available to serve requests from new 
users. Our framework will aim at the maintenance of QoS and SLA compliance. 
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5 Conclusions  
The Native AI Toolkit Architecture for the 6G-INTENSE system exemplifies the industry's shift towards 
intelligent automation and intent-driven operations. Utilizing advanced AI/ML technologies like Large 
Language Models (LLMs), Reinforcement Learning (RL), and Hierarchical Reinforcement Learning 
(HRL), it enables seamless intent management across various operational layers. Core components such 
as Intent Lifecycle Management (LCM), Intent Reconciliation Function (IRF), and the Knowledge Base 
collaborate to ensure continuous monitoring, dynamic adjustment, and conflict resolution of intents. 
Though still in its early stages, the Native AI Toolkit has already shown promising features that will be 
refined in future work. 

The Intent Lifecycle Management leverages a multi-agent architecture where various LLM agents handle 
different lifecycle aspects, from profiling and decomposition to translation, resolution, and assurance. 
This approach ensures efficient and effective intent management, with each agent specializing in a 
specific task. The Assistant, Decomposition, Translation, Resolution, and Assurance Agents collectively 
streamline the intent management process. LLMs enhance the system by translating natural language 
requests into standardized model specifications, supported by tools for few-shot learning, validation, 
and user feedback to ensure accuracy and reliability. Validation processes, including syntax, semantic, 
and correlation checks, maintain the correctness and operational reliability of intents. The architecture 
emphasizes LLM evaluation and benchmarking for accuracy, interoperability, performance, user trust, 
regulatory compliance, and scalability. Intent Decomposition maps business service requests into 
structured representations following TM Forum’s TMF 921 standards, involving components like the 
Intent Generator, Validation, Intent Translation/Extraction, Domain Agent, and Deployment API. 
Workflow Orchestration uses a dynamic workflow engine to generate Directed Acyclic Graphs (DAGs) 
for task sequencing and dependencies, with controllers like Argo Workflows and Apache Airflow 
ensuring effective and scalable orchestration. 

Closed-control loop frameworks have been presented to address the management of high-level business 
intents and resource conflicts, ensuring optimal network performance and SLA compliance. The use of 
closed-control loops, as part of the Native AI toolkit, enhances the lifecycle management of Intents, 
automating the procedures towards a zero-touch management paradigm within each autonomous 
domain of the 6G-INTENSE architecture. The first framework, based on Reinforcement Learning from 
Human Feedback (RLHF), uses Large Language Models (LLMs) as decision agents to resolve conflicts at 
the tenant-Domain Management Orchestration (t-DMO) layer. This approach continuously refines 
policies through feedback, maintaining SLA compliance. The second framework employs Explainable AI 
(XAI) techniques, such as SHAP, to manage resource conflicts among autonomous machine learning 
(aML) agents. The XAI4C (XAI for Conflict Management) framework provides transparency and 
interpretability, forming a closed-control loop that enhances trust and facilitates effective conflict 
management. Together, these frameworks offer adaptive, efficient solutions for dynamic, multi-tenant 
environments. 

Solutions have been presented to address challenges such as privacy, cost, resource demands, 
performance monitoring, and pre-emptive adaptation. Collaborative inference was introduced to 
manage high resource demands and carbon footprint, supported by the Collaborative Inference 
Manager at the edge. A scalable LLMOps framework was presented for efficient intent processing across 
Cloud, Edge, and Deep Edge infrastructures. Additionally, Spatio-Temporal Graph Neural Networks 
(STGNNs) were discussed for predicting resource usage and maintaining Quality of Service (QoS), 
supporting Resource Intent feasibility across various domains. These solutions collectively aim to create 
a robust and efficient intent lifecycle management process, addressing critical challenges and enabling 
the successful implementation of 6G-INTENSE. 

In conclusion, the Native AI Toolkit architecture for the 6G-INTENSE system is a comprehensive and 
sophisticated framework that leverages advanced AI/ML technologies to provide intelligent, intent-
driven automation. Its multi-agent approach, robust validation processes, dynamic workflow 
orchestration, and conflict resolution mechanisms ensure that the system operates efficiently, reliably, 
and transparently, paving the way for the future of intelligent automation in telecommunications. 
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